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About This Manual

TheLabVIEW Function and VI Reference Mancahtains descriptions of
all virtual instruments (VIs) and functions, including the following:

» VIs that support the devices for data acquisition

» Vis for GPIB, VXIbus, and serial port I/O operation

« digital signal processing, filtering, and numerical and statistical VIs
* networking and interapplication communications VIs

This manual is a supplement to ttebVIEW User Manuaknd you should
be familiar with that material.

This manual provides an overview of each function and VI available in the
LabVIEW development system. However, for more specific parameter
information regarding each function and VI, refer to@mine Reference
which you can access by selectitglp»Online Reference or to the Help
window, which you access by selectidglp»Show Help

Organization of the Product User Manual

This manual covers five subject areas: G functions and VIs, Data
Acquisition VIs, Instrument I/O Vls, Analysis VIs, and Communications
VlIs. Chapter 1introduction to the G Functions and Vistroduces the
functions and VIs available in the LabVIEW development system.

e Part I,G Functions and Vldncludes Chapters 2 through 13, which
describe the functions unique to the G programming language.

e Part Il,Data Acquisition Visincludes Chapters 14 through 30, which
describe the Data Acquisition (DAQ) Vls.

* Part lll, Instrument I/O Functions and VIscludes Chapters 31
through 36, which describe the Instrument 1/O VIs and functions.

e Part IV,Analysis VisincludeChapters 37 through 47, which describe
the Analysis Vls.

e Part V,Communication VIs and Functigrniacludes Chapters 48
through 53, which describe the Communication VIs.
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About This Manual

In addition, this manual includes the following appendices and index:

* Appendix A,Error Codes includes tables that summarize the analog
and digital 1/0 capabilities of National Instruments data acquisition
devices.

« Appendix B,DAQ Hardware Capabilitieslists commands that
IEEE 488 defines.

* Appendix C,GPIB Multiline Interface Messagedescribes basic
concepts you need to understand to operate GPIB.

¢ Appendix D,Customer Communicatigeontains forms to help you
gather the information necessary to help us solve your technical
problems and a form you can use to comment on the product
documentation.

« Thelndexcontains an alphabetical list of VIs described in this manual,
including the page where you can find each one.

Conventions Used in This Manual

<>

(]

»

bold

bold italic

Ctrl

The following conventions are used in this manual:

Angle brackets enclose the name of a key on the keyboard — for example,
<shift>. Angle brackets containing numbers separated by an ellipsis
represent a range of values associated with a bit or signal name —

for example, DBIO<3..0>.

Square brackets enclose optional items — for examggspdnse ].

A hyphen between two or more key names enclosed in angle brackets
denotes that you should simultaneously press the named keys —
for example, <Control-Alt-Delete>.

The» symbol leads you through nested menu items and dialog box options
to a final action. The sequengie»Page Setup»Options»Substitute

Fonts directs you to pull down thgile menu, select theage Setuptem,
selectOptions, and finally select th8ubstitute Fontsoptions from the

last dialog box.

Bold text denotes the names of menus, menu items, parameters, dialog
boxes, dialog box buttons or options, icons, windows, Windows 95 tabs,
or LEDs.

Bold italic text denotes an activity objective, note, caution, or warning.

Key names are capitalized.
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italic

italic monospace

monospace

monospace bold

paths

About This Manual

Italic text denotes variables, emphasis, a cross reference, or an introduction
to a key concept. This font also denotes text from which you supply the
appropriate word or value, as in Windows. 3.

Italic text in this font denotes that you must supply the appropriate words
or values in the place of these items.

Text in this font denotes text or characters that you should literally enter
from the keyboard, sections of code, programming examples, and syntax
examples. This font is also used for the proper names of disk drives, paths,
directories, programs, subprograms, subroutines, device names, functions,
operations, variables, filenames and extensions, and for statements and
comments taken from programs.

Bold text in this font denotes the messages and responses that the computer
automatically prints to the screen. This font also emphasizes lines of code
that are different from the other examples.

Paths in this manual are denoted using backslashes (\) to separate drive
names, directories, folders, and files.

Related Documentation

You might find the following documentation helpful as you read this
manual:

e LabVIEW User Manual

e G Programming Reference Manual

* LabVIEW Data Acquisition Basics Manual
» LabVIEW QuickStart Guide

e LabVIEW Online Referengeavailable by selecting
Help»Online Reference

* LabVIEW Online Tutoria{Windows only), which you launch from
the LabVIEW dialog box.

* LabVIEW Getting Started Card

e G Programming Quick Reference Card
* LabVIEW Release Notes

* LabVIEW Upgrade Notes
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About This Manual

Customer Communication

National Instruments wants to receive your comments on our products
and manuals. We are interested in the applications you develop with our
products, and we want to help if you have problems with them. To make it
easy for you to contact us, this manual contains comment and configuration
forms for you to complete. These forms are in Appendi€stomer
Communicatiopat the end of this manual.
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Introduction to the
G Functions and Vs

This chapter contains basic information about the functions and virtual
instruments (VIs) that are available in the LabVIEW development system.

The development system includes collections of Vs that work with your
G programming language, data acquisition (DAQ) hardware devices,
instrument devices, and other communication interfaces.

Locating the G Functions and Vis

Functions are elementary nodes in the G programming language. They are
analogous to operators or library functions in conventional languages.
Functions are not VIs and therefore do not have front panels or block
diagrams. When compiled, functions generate inline machine code.

You select functions from theunctions palette in the block diagram.
When the block diagram window is active, sel&fmdows»

Show FunctionsPalette. You also can access tRanctions palette by
popping up on the area in the block diagram window where you want to
place the function.
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Chapter 1 Introduction to the G Functions and VIs

The following illustration shows the functions and VIs available from the
Functions palette.

= Functions ] |

Structures, Numeric, Boolean

w

Al
- W -

i~

1=

e
-

-

.
-

@ String, Array, Cluster
s n ok b
-.-:E-“" * / E Comparison, Time & Dialog File I/O
EYL ERLE =
i i Communication, Instrument 1/O, DA!
A Q
e (P | T . .

‘q = Analysis, Tutorial, Advanced

Instrument Library, User Libraries,

Application Control

Select a VI

Many Functions palette chapters include information about function
examples. The paths for these examples for LabVIEW begin with
examples\

Function and VI Overviews

The following functions and VIs are available from Fenctions palette.

Structures

G Structures include While Loop, For Loop, Case, and Sequence
structures. This palette also contains the global and local variable nodes,

and the formula node.
&d
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Chapter 1 Introduction to the G Functions and VIs

Numeric Functions

Numeric functions perform arithmetic operations, conversions,
trigonometric, logarithmic, and complex mathematical functions. This
palette also contains additional numeric constants, such as

k
123

Boolean Functions
Boolean functions perform Boolean and logical operations.

k
F

String Functions

String functions manipulate strings and convert numbers to and from
strings. This palette also includes Additional String To Number functions
and String Conversion functions.

k

Array Functions
Array functions assemble, disassemble, and process arrays.

==
L
-

Cluster Functions
Cluster functions assemble, access, and change elements in a cluster.

k

=]
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Chapter 1 Introduction to the G Functions and VIs

Comparison Functions

Comparison functions compare data (greater than, less than, and so on) and
operations that are based on a comparison, such as finding the minimum
and maximum ranges for a group or array of values.

" 3
'.':E}"?

Time and Dialog Functions

Time and Dialog functions manipulate time functions and display dialog
boxes. This palette also includes the VIs that perform error handling.

File 1/0 Functions

File 1/0 functions manipulate files and directories. This palette also
contains the subpalettéslvanced File Functions Binary File VIs, and

File Constants
|i

]

Advanced Functions

Advanced functions are functions that are highly specialized. The Code
Interface Node is an example of an advanced functionA@lkanced
palette also contains Data Manipulation functions and Occurrences
functions.
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Chapter 1 Introduction to the G Functions and VIs

DAQ

DAQ VIs acquire and generate real-time analog and digital data as well as
perform counting operations. See Chaptedritoduction to the LabVIEW
Data Acquisition ViIsfor more information.

Instrument 1/0

Instrument I/O VIs communicate with instruments using GPIB, VISA, or
serial communication. See Chapter Bitroduction to LabVIEW
Instrument I/O Vls for more information.

Communication

Communication VIs network to other applications using TCP/IP, DDE,
ActiveX, Apple Events, PPC, or UDP. See ChapterM® VIs through
Chapter 53Program to Program Communication VFr more
information.

il

Analysis Vis

Analysis Vs perform measurement, signal generation, digital signal
processing, filtering, windowing, probability and statistics, curve fitting,
linear algebra, array operations, and VIs which perform additional
numerical methods. See Chapterld#oduction to Analysis in LabVIEW
for more information.

4
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Chapter 1 Introduction to the G Functions and VIs

Select A VI...

TheSelect a VI...allows you to select any VI using a file dialog box and

then place it on a diagram.

Tutorial

The Tutorial VIs provide examples for you to use while working through
theLabVIEW User Manual.

r

<

Instrument Driver Library

Instrument drivers are a set of Vls for GPIB, VISA, serial, and CAMAC
instruments. National Instruments, as well as other vendors, distribute these
instrument drivers. Any drivers you place in thr.lib appear in the
palette.

User Library

TheUser Library palette automatically includes any VIs in your
userlib  directory, making it more convenient to gain access to
commonly used sub-VIs you have written.

I
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Chapter 1 Introduction to the G Functions and VIs

Application Control

TheApplication Control palette includes the Help functions, Menu
functions, Print Vs, and VI Server Vls.
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Part |

G Functions and Vs

Part I,G Functions and Vlsntroduces the G Functions and Vls
descriptions. This part contains the following chapters:

Chapter 2G Function and VI Reference Overvjaatroduces the G
functions and VIs. This chapter also describes the differences between
functions and Vils.

Chapter 3Structuresdescribes the structures available in G.

Chapter 4Numeric Functionsdescribes the functions that perform
arithmetic operations, complex, conversion, logarithmic, and
trigonometric operations. It also describes the commonly used
constants like the Numeric constant, Enumerated constant, and Ring
constant, as well as additional numeric constants.

Chapter 5Boolean Functionsdescribes the functions that perform
logical operations.

Chapter 65String Functionsdescribes the string functions, including
those that convert strings to numbers and numbers to strings.

Chapter 7Array Functions describes the functions for
array operations.

Chapter 8Cluster Functionsdescribes the functions for
cluster operations.

Chapter 9Comparison Functionglescribes the functions that
perform comparisons or conditional tests.

Chapter 10Time, Dialog, and Error Functionglescribes the timing
functions, which you can use to get the current time, measure elapsed
time, or suspend an operation for a specific period of time. Error
Handling also is covered in this chapter.

Chapter 11File Functions describes the low-level VIs and functions
that manipulate files, directories, and paths. This chapter also
describes file constants and the high-level file Vis.



Part | G Functions and Vs

e Chapter 12Application Control Functionsgdescribes the Application
Control functions.

« Chapter 13Advanced Functionslescribes the functions that perform
advanced operations. This chapter also describes the Help, Data
Manipulation, and Synchronization functions, and the VI Control and
Memory VISA.

LabVIEW Function and VI Reference Manual -2 © MNational Instruments Corporation



G Function and
VI Reference Overview

This chapter introduces the G Functions and VIs, descriptions of which
comprise Chapter 3 through Chapter 13.

Functions are elementary nodes in the G programming language. They are
analogous to operators or library functions in conventional languages.
Functions are not VlIs and therefore do not have front panels or block
diagrams. When compiled, functions generate machine code.

VIs are “virtual instruments,” so called because they model the appearance
functions of a physical instrument.

You select G Functions from tlkeinctions palette, in the block diagram.
When the block diagram window is active, you can displaythetions
palette by selectingvindows»Show Functions Palette You also can
access th&unctions palette by popping up on the area in the block
diagram window where you want to place the function.
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The following illustration shows the G functions and VIs available on the
Functions palette.

& Functions __H|

G Functions and Vls

Many Functions palette chapters include information about function
examples.

G Functions Overview

For brief descriptions of each of the eleven G Function and VI palettes
available, refer to Chapter thtroduction to the G Functions and VIs

Introduction to Polymorphism

The following sections provide some general information about
polymorphism in G functions.

Polymorphism

Polymorphisnis the ability of a function to adjust to input data of different
types or representations. Most functions are polymorphic. Vis are not
polymorphic. All functions that take numeric input can accept any numeric
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representation (except some functions that do not accept complex
numbers).

Functions are polymorphic to varying degrees; none, some, or all of their
inputs may be polymorphic. Some function inputs accept numbers or
Boolean values. Some accept nhumbers or strings. Some accept not only
scalar numbers but also arrays of numbers, clusters of numbers, arrays of
clusters of numbers, and so on. Some accept only one-dimensional arrays
although the array elements may be of any type. Some functions accept all
types of data, including complex numbers.

Unit Polymorphism

If you want to create a VI that computes the root, mean square value of a
waveform, you have to define the unit associated with the waveform.

You would need a separate VI for voltage waveforms, current waveforms,
temperature waveforms, and so on. LabVIEW has polymorphic unit
capability so that one VI can perform the same calculation, regardless of
the units received by the inputs.

You create a polymorphic unit by enteritig, wherex is a number (for
example$1). You can think of this as a placeholder for the actual unit.
When LabVIEW calls the VI, the program substitutes the units you pass in
for all occurrences dfx in that VI.

LabVIEW treats a polymorphic unit as a unique unit. You cannot convert

a polymorphic unit to any other unit, and polymorphic units propagate
throughout the diagram, just as other units do. When the unit connects to an
indicator that also has the abbreviatin the units match and the VI can
then compile.

You can us&l in combinations just like any other unit. For example, if the
input is multiplied by 3 seconds and then wired to an indicator, the indicator
must be$l s units. If the indicator has different units, the block diagram
shows a bad wire. If you need to use more than one polymorphic unit, you
can use the abbreviatio$8, $3, and so on.

A call to a subVI containing polymorphic units computes output units
based on the units received by its inputs. For example, suppose you create
a VI that has two inputs with the polymorphic uditsand$2 that creates

an output in the forms1 $2 /s . If a call to the VI receives inputs with

the unit m/s to thél input and kg to thé2 input, LabVIEW computes the
output unit akg m/ s"2
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Suppose a different VI has two inputssafand$1/s , and computes an
output of$172 . If a call to this VI receives inputs of m/s to $leinput
andm/s”2 to the$l/s input, LabVIEW computes the output unit as
m~2 / s”2 . If this VI receives inputs of m to ti$a input and kg to
the$l/s input, however, LabVIEW declares one of the inputs as a unit
conflict and computes (if possible) the output from the other input.

A polymorphic VI can have a polymorphic subVI because LabVIEW keeps
the respective units distinct.

Numeric Conversion

You can convert any numeric representation to any other numeric
representation. When you wire two or more numeric inputs of different
representations to a function, the function usually returns output in the
larger or wider format. The functions coerce the smaller representations to
the widest representation before execution.

Some functions, such as Divide, Sine, and Cosine, always produce
floating-point output. If you wire integers to their inputs, these functions
convert the integers to double-precision, floating-point numbers before
performing the calculation.

For floating-point, scalar quantities, it is usually best to use
double-precision, floating-point numbers. Single-precision, floating-point
numbers save little or no execution time, and overflow much more easily.
The analysis libraries, for example, use double-precision, floating-point
numbers. You should only use extended-precision, floating-point numbers
when necessary. The performance and precision of extended-precision
arithmetic varies among the platforms.

For integers, it is usually best to use a long integer.

If you wire an output to a destination that has a different numeric
representation from the source, G converts the data according to the
following rules:

* Signed or unsigned integer to floating-point number—Conversion is
exact, except for long integers to single-precision, floating-point
numbers. In this case, G reduces the precision from 32 bits to 24 bits.

¢ Floating-point number to signed or unsigned integer—G moves
out-of-range values to the integer's minimum or maximum value.
Most integer objects, such as the iteration terminal of a For Loop,
round floating-point numbers. G rounds a fractional part of 0.5 to the
nearest even integer—for example, G rounds 6.5 to 6 rather than 7.
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» Integer to integer—G does not move out-of-range values to the
integer’s minimum or maximum value. If the source is smaller than the
destination, G extends the sign of a signed source and places zeros in
the extra bits of an unsigned source. If the source is larger than the
destination, G copies only the low order bits of the value.

The block diagram placescaercion dobn the border of a terminal where
the conversion takes place to indicate that automatic numeric conversion
occurred, as in the following example.

Because VIs and functions can have many terminals, a coercion dot can
appear inside an icon if the wire crosses an internal terminal boundary
before it leaves the icon/connector, as the following illustration shows.

FiH)

Moving a wired icon stretches the wire. Coercion dots can cause a VI to use
more memory and increase its execution time. You should try to keep data
types consistent in your VIs.

Overflow and Underflow

G does not check for overflow or underflow conditions on integer values.
Overflow and underflow for floating-point numbers is in accordance with
IEEE 754 Standard for binary, floating-point arithmetic.

Floating-point operations propagate not-a-number (NaN) and zInf
faithfully. When you explicitly or implicitly convert NaN or +Inf to an
integer or Boolean value, however, you get a value that looks reasonable,
but is meaningless. For example, dividing by zero produces =Inf, but
converting that value to a word integer gives the value 32,768, which is the
largest value that can be represented in the destination format.
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Wire Styles
The wire style represents the data type for each terminal, as the following
table shows. Polymorphic functions show the wire style for the most
commonly used data type.
Scalar 1D Amay 20 Amay 30 Aray 4D Amray
Murmber
Boolean R
String iAnnnnnnns 3000000000 RARARRRRR IBRRARAARA REARARARE
General Cluztel  comes o
Clugter of Mumber:  commms e
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Structures

This chapter describes the Structures available in G.
To access th8tructures palette, seledtunctions»Structures The

following illustration shows the options that are available oisthectures
palette.

5 Functi
™ Suuotures | |
| m’ Iﬁlbl
|
2

Structures

Seeexamples\general\structs.llb for examples of how these
structures are used in LabVIEW.
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Structures Overview

The following Structures are available in G.

Case Structure
Has one or more subdiagramscasegsexactly one of which executes when the structure
executes. Whether it executes depends on the value of the Boolean, string, or numeric scalar
you wire to the external side of the terminakefector

For more information on how to use the Case structure in LabVIEW, see Ch&pdase4nd
Sequence Structures and the Formula NadéheLabVIEW User Manual

Sequence Structure

Consists of one or more subdiagramdrames that execute sequentially. As an option, you
can add sequence locals that allow you to pass information from one frame to subsequent
frames by popping up on the edge of the structure.

TR

For more information on how to use the Sequence structure in LabVIEW, see Chapter 4,
Case and Sequence Structures and the Formula,NiodtleeLabVIEW User Manual

For Loop
Executes its subdiagramtimes, wheren equals the value contained in the count terminal.
As an option, you can add shift registers so that you can pass information from one iteration
to the next by popping up on the edge of the structure.

numbser
of times . -
cument ieration

For more information on how to use For Loop in LabVIEW, see Chapteo®s and Charts
in theLabVIEW User Manual
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While Loop

Executes its subdiagram until a Boolean value you wire toahéitional terminals FALSE.
As an option, you can add shift registers so you can pass information from one iteration to the
next by popping up on the edge of the structure.

Sy current feration

o

condiion

For more information on how to use While Loop in LabVIEW, see Chaptardps and
Charts in theLabVIEW User Manual

Formula Node
Executes mathematical formulae on the block diagram.

input—Tlx=n E

st [ owtpart

formulae

For more information on the Formula Node, see Chapt@adge and Sequence Structures and
the Formula Nodgin theLabVIEW User Manual

Global Variable

A built-in LabVIEW object that you define by creating a special kind of VI, with front panel
controls that define the datatype of the global variable. You can read and write values to the
global variable.

For more information on the Global Variable, see ChapteGR#al and Local Variables
in theG Programming Reference Manual
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Local Variable
Lets you read or write to one of the controls or indicators on the front panel of your VI.

Writing to a local variable has the same result as passing data to a terminal, except that you
can write to it even though it is a control, or read from it even though it is an indicator.

LOCAL

For more information on the Local Variable, see ChapteG&al and Local Variablesn
theG Programming Reference Manual
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Numeric Functions

This chapter describes the functions that perform arithmetic, complex,
conversion, logarithmic, and trigonometric operations. It also describes the
commonly used constants such as the Numeric constant, Enumerated
constant, and Ring constant, as well as additional numeric constants.

To access theumeric palette, seledtunctions»Numeric. The following
illustration shows the options that are available orNimeric palette.

SEE
- —Diﬂhlumen-::

el (12 ;
e o e ]
Bers ) [ B> > > By

Taliatiy

g I BB B
I e

el

I[“

|

HI

TheNumeric palette includes the following subpalettes:
» Additional Numeric Constants

e Complex

» Conversion

* Logarithmic

e Trigonometric

For examples of some of the arithmetic functions ezamples\
general\structs.llb
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Numeric Functions

Polymorphism for Numeric Functions

Note

The arithmetic functions accept numeric input data. With some exceptions
noted in the function descriptions, the output has the same numeric
representation as the input, or if the inputs have different representations,
the output is the wider of the inputs.

The arithmetic functions work on numbers, arrays of numbers, clusters of
numbers, arrays of clusters of numbers, complex numbers, and so on.
A formal and recursive definition of the allowable input type is as follows:

Numeric type= numeric scalar || arragdmeric typg|| cluster
[numeric typels

The numeric scalars can be a floating-point, integer or complex,
number. G does not allow you to use arrays of arrays.

Arrays can have any number of dimensions of any size. Clusters can have
any number of elements. For functions with one input, the functions operate
on each element of the structure.

For functions with two inputs, you can use the following input
combinations:

e Simila—both inputs have the same structure, and the output has the
same structure as the inputs.

* One scalar—one input is a numeric scalar, the other is an array or
cluster, and the output is an array or cluster.

« Array of—one input is a numeric array, the other is the numeric type
itself, and the output is an array.

For similar inputs, G performs the function on the respective elements of
the structures. For example, G can add two arrays element by element.
Both arrays must have the same dimensionality. You can add arrays with
differing numbers of elements; the output of such an addition has the same
number of elements as the smallest input. Clusters also must have the same
number of elements, and the respective elements must have the same
structure.

You cannot use the multiply function to do matrix multiplication. If you use the
multiply function with two matrices, G takes the first number in the first row of the
first matrix, multiplies it by the first number in the first row of the second matrix,
and so on.
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For operations involving a scalar and an array or cluster, G performs the
function on the scalar and the respective elements of the structure.

For example, G can subtract a number from all elements of an array,
regardless of the dimensionality of the array.

For operations that involve a humeric type and an array of that type,

G performs the function on each array element. For example, a graph is an
array of points, and a point is a cluster of two numeric typasdy. To

offset a graph by 5 units in tlalirection and 8 units in thedirection, you

can add a point, (5, 8), to the graph.

The Polymorphic Combinations example below illustrates some of the
possible polymorphic combinations of the Add function.

Sirnilar One Scalar

scalar
soalar :|>_ AR scalr :l>— aray
array :I% artay array
array sralar ;[% cluster
cluzter ﬁ>m cluster cluster
cluster

Array of

array of clusters

= aray of clusters
cluster =

Polymorphism for Transcendental Functions

The transcendental functions accept numeric input data. If the input is an
integer, the output is a double-precision, floating-point number. Otherwise,
the output has the same numeric representation as the input.

These functions work on numbers, arrays of numbers, clusters of numbers,
arrays of clusters of numbers, complex numbers, and so on.

Polymorphism for Conversion Functions

All the conversion functions except Byte Array to String, String to Byte
Array, Convert Unit, and Cast Unit Bases are polymorphic. Therefore, the
polymorphic functions work on scalar values, arrays of scalars, clusters of
scalars, arrays of clusters of scalars, and so on. The output has the same
numeric representation as the input but with the new type.
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When you compare signed and unsigned integers and the signed integer is
negative, the negative integer is changed to positive before the comparison
occurs. Therefore, you do not get the expected results. For example, if you
enter —1 with representation 132 for one input and 5 with a representation
U32 as the other input, the result returned states that the minimum value
is 5, because 5 is less than 4294967295.

Polymorphism for Complex Functions

The complex functions work on scalar values, arrays of scalars, clusters of
scalars, arrays of clusters of scalars, and so on. The output has the same
composition as the input but with the new type.

Arithmetic Function Descriptions

The following functions are available.

Absolute Value
Returns the absolute value of the input.

i+

abzx]

Add

Computes the sum of the inputs.

B iy
¥

Add Array Elements

Returns the sum of all the elementsiinmeric array.

NUMEric array I;I\'> UM
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Compound Arithmetic
Performs arithmetic on two or more numeric, cluster, or Boolean inputs.

waluel
va]l._|e1

sum, product,
ANC or OF of
values

'-.-'a‘:i!e n-i

You select the operation (multiply, AND, or OR) by popping up on the function and selecting
Change Mode

You can invert the inputs or the output of this function by popping up on the individual
terminals, and selectirigvert. For Add, selecinvert to negate an input or the output. For
Multiply, selectinvert to use the reciprocal of an input or to produce the reciprocal of the
output. For AND or OR, seletivert to logically negate an input or the output.

Note You add inputs to this node by popping up on an input and selecting Add Input or
by placing the Positioning tool in the lower left or right corner of the node and
dragging it.

Decrement
Subtracts 1 from the input value.

Divide
Computes the quotient of the inputs.

e
y w

Increment
Adds 1 to the input value.

H—IE—H{I
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Multiply

Returns the product of the inputs.

Multiply Array Elements

Returns the product of all the elementsiimeric array.

NUmMEric array {b product

Negate

Negates the input value.

e D X

Quotient & Remainder
Computes the integer quotient and the remainder of the inputs.

Y [ R} sy floar=Ay]
¥ —'_ml_‘— flar=dy]

If the integer input value gf is zero, the quotient is zero and the remainder is divideRdr
floating point inputs, ify is zero, the quotient is infinity and the remainder defaults to NaN.

Random Number (0-1)

Produces a double-precision floating-point number between 0 and 1 exclusive, or not
including 0 and 1. The distribution is uniform.

number; 0to 1
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Reciprocal
Divides 1 by the input value.

X % 1/

Round To +Infinity

Rounds the input to the next highest integer. For example, if the input is 3.1, the result is 4.
If the input is —3.1, the result is —3.

¥ D ceill] smallest int >= =

Round To —Infinity

Rounds the input to the next lowest integer. For example, if the input is 3.8, the result is 3.
If the input is —3.8, the result is —4.

X E]} floar(=]: largest int <=«

Round To Nearest

Rounds the input to the nearest integer. If the value of the input is midway between two
integers (for example, 1.5 or 2.5), the function returns the nearest even integer (2).

number ED nearest integer value

Scale By Power Of 2

Multiplies one inputX) by 2 raised to the power of the other inpyt (f n is a floating-point
number, this function roundsprior to scaling (0.5 rounds to 0; 0.51 rounds to 1)xli§ an
integer, this function is the equivalent of an arithmetic shift.

n :E}‘/\,_ W
X
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Sign
Returns 1 if the input value is greater than O, returns 0 if the input value is equal to 0, and

returns —1 if the input value is less than 0. Other programming languages typically call this
function thesignum orsgn function.

[z,
number ek 1,01

Square Root

Computes the square root of the input valug.iff negative, the square root is NaN unless
X is complex.

X & aart[x]

Subtract
Computes the difference of the inputs.

bt
i
¥

User Definabhle Arithmetic Constants

You can define the following constants.

Numeric Constant

Use this constant to supply a constant numeric value to the block diagram. Set this value by
clicking in the constant with the Operating tool and typing a value. You can change the data
format and representation.

The value of the numeric constant cannot be changed while the VI executes. You can assign
a label to this constant.

Enumerated Constant

Enumerated values associate unsigned integers to strings. If you display a value from an
enumerated constant, the string is displayed, instead of the number associated with it. If you
need a set of strings that do not change, then use this constant. Set the value by clicking in the
constant with the Operating Tool. Set the string with the Labeling Tool and enter the string.
To add another item, click the constant and chéakkltem Before or Add Item After.
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The value of the enumerated constant cannot be changed while the VI executes. You can
assign a label to this constant.

Ring Constant

Rings associate unsigned integers to strings. If you display a value from a ring constant, the
number is displayed, instead of the string associated with it. If you need a set of strings that
do not change, then use this constant. Set the value by clicking the constant with the Operating
tool. Set the string with the Labeling tool and enter the string. To add another item, pop up on
the constant and chooéed Item Before or Add Item After.

The value of the Ring constant cannot be changed while the VI executes. You can assign a
label to this constant.

Conversion Functions Descriptions

The following illustration shows the options that are available o€tmyersionsubpalette.

—IHConverzion

11g) J116) J132) Jug) Juiel Ju32)

I5GL) JDBEL) JEXT) IGSG| exT)

The following functions convert a numeric input into a specific representation:
« To Byte Integer

* To Double Precision Complex
* To Double Precision Float

« To Extended Complex

» To Extended Precision Float
e To Long Integer

e To Single Precision Complex
» To Single Precision Float

* To Unsigned Byte Integer

e To Unsigned Word Integer

* To Unsigned Long Integer

* To Word Integer
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When these functions convert a floating-point number to an integer, they round the output to
the nearest integer, or the nearest even integer if the fractional part is 0.5. If the result is out
of range for the integer, these functions return the minimum or maximum value for the integer
type. When these functions convert an integer to a smaller integer, they copy the
least-significant bits without checking for overflow. When they convert an integer to a larger
integer, they extend the sign of a signed integer and pad an unsigned integer with zeros.

Use caution when you convert numbers to smaller representations, particularly when
converting integers, because the G conversion routines do not check for overflow.

Boolean Array To Number

ConvertsBoolean array to an unsigned long integer by interpreting it as the two’s
complement representation of an integer, with tAeement of the array being the
least-significant bit.

Boolean amay number

Boolean To (0,1)

Converts a Boolean value to a word integer— 0 and 1 for the input values FALSE and TRUE,
respectively.

Boolean TFo:1} 0.1

Booleancan be a scalar, an array, or a cluster of Boolean values, an array of clusters of
Boolean values, and so on. SeeRbiymorphism for Boolean Functiossction in Chapter 5,
Boolean Functions

Byte Array To String

Converts an array of unsigned bytes into a string.

unsigned byte array ztring
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Cast Unit Bases
Changes the units associated with the input to the units associatedivi#md returns the
results at the output terminal. Use this function with extreme caution. Because the Cast Unit
Bases function works with bases, you must understand the conversion from an arbitrary unit
to its bases before you can use this function effectively. This function can change base units,
such as changing meters to grams.

unit [none] —‘_|
X Lo

Convert Unit

Converts a physical number (a number that has a unit) to a pure number (a number with no
units), or a pure number to a physical number.

*—m 7=

You can edit the string inside the unit by highlighting the string with the Operating tool then
entering the text.

If the input is a pure number, the output receives the specified units. For example, given an
input of 13 and a unit specification of seconds(s), the resulting value is 13 seconds.

If the input is a physical number andit is a compatible unit, the output is the input measured
in the specified units. For example, if you specify 37 meters(m)y@ihds meters, the result
is 37 with no associated units.ulfit is feet (ft), the result is 121.36 with no associated units.

Number To Boolean Array
Converts an integerumber to a Boolean array of 8, 16, or 32 elements, wherefreednent
corresponds to the least-significant bit (LSB) of the two’s complement representation of the
integer.

number Boolean aray

String To Byte Array

Convertsstring into an array of unsigned bytes.

glring unzigned byte array
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To Byte Integer

Convertsnumber to an 8-bit integer in the range —128 to 127.

number 118} abit integer

To Double Precision Complex
Convertsnumber to a double-precision complex number.

number ICDE} double precizion complex

To Double Precision Float
Convertsnumber to a double-precision floating-point number.

numhber 1DEL} double precision float

To Extend Precision Complex
Convertsnumber to an extended-precision complex number.

number JCET) extended precizion comples

To Extended Precision Float
Convertsnumber to an extended-precision floating-point number.

number EXT) extended precizion float

To Long Integer
Convertsnumber to a 32-bit integer in the range®20 21-1

number 1132} 32bit integer
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To Single Precision Complex
Covertsnumber to a single-precision complex number.

numher 1CSG} gingle precizion comples

To Single Precision Float
Convertsnumber to a single-precision floating-point number.

number ISGL} gingle precizion float

To Unsigned Byte Integer

Convertsnumber to an 8-bit unsigned integer in the range 0 to 255.

numhber 108} unzigned Bhit integer

To Unsigned Long Integer
Convertsnumber to a 32-bit unsigned integer in the range 0%o-21.

number 132} = unsigned 32bit integer

To Unsigned Word Integer

Convertsnumber to a 16-bit unsigned integer in the range 0 to 65,535.

number 1U16} unzigned 16kt integer

To Word Integer
Convertsnumber to a 16-bit integer in the range —32,768 to 32,767.

numher 1116} 16hit integer
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Trigonometric and Hyperbolic Functions Descriptions

The following illustration shows the options for fiigonometric subpalette.

iis! Trigonometric X |
----- x ﬁ ' ﬁ':'?"\\'r 1}2:-"'“
R P Jfl.;.;:.sl'k. | i irem --?E’-“i,., N i

ii B | e ok
STHH i) | Fari] | ACOGH-_] [ {ATh N
R H P ] [ : :

E :; . (R
| I s H : FAEE H
CoC| [y SEC | 1 YT -JI{J':':'s ATAME| | SINE

Cosecant
Computes the cosecantxafwherex is in radians. Cosecant is the reciprocal of sine.

1zin )

Cosine
Computes the cosine f wherex is in radians.

X ngk coE(x]

Cotangent
Computes the cotangentxafwherex is in radians. Cotangent is the reciprocal of tangent.

IGJ 1/tanx]

ST

Hyperbolic Cosine
Computes the hyperbolic cosinexof

)

Lo

cozhlx]
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Hyperbolic Sine

Computes the hyperbolic sinexf

X EIEHH zinki[x]

Hyperbolic Tangent
Computes the hyperbolic tangentof

X : ; tarilx]

Inverse Cosine

Computes the arccosinesfn radians. I is not complex and is less than —1 or greater
than 1, the result is NaN.

X 5o arcoog(x)]

Inverse Hyperholic Cosine
Computes the hyperbolic argcosinexoff x is not complex and is less than 1, the result

is NaN.
X ;"/. argeozhifx]
[ACOSH-
Inverse Hyperbolic Sine
Computes the hyperbolic argsinexof
X - argzinh(x]
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Computes the hyperbolic argtangenkoff x is not complex and is less than —1 or greater

Inverse Hyperbolic Tangent
than 1, the result is NaN.

: “Jl[' argtanh(]

Computes the arcsine win radians. I is not complex and is less than —1 or greater than 1,

Inverse Sine

the result is NaN.
:’r’nsm

arczin(x]

Inverse Tangent
L arctan(s]

Computes the arctangent>ofn radians (which can be betweean'2-andrv?2).
ﬁﬂﬁh:TﬁN

Inverse Tangent (2 Input)
computes the arctangent in only two quadrants.
y —T

EAEF
ATANZ

Computes the arctangentygk in radians. This function can compute the arctangent for
angles in any of the four quadrants of #agplane, whereas the Inverse Tangent function

atanzw.y

Secant
Computes the secantxfwherex is in radians.
ol
o 1/cogx]

o T
[wsECy ]
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Sinc
Computes the sine afdivided byx, wherex is in radians.
X e zin[®]
SINE
Sine
Computes the sine af wherex is in radians.
X [ ginx]
a1 1 |

Sine & Cosine
Computes both the sine and cosing,ofvherex is in radians. Use this function only when
you need both results.

P ginx]
H i,
i cos(x]

Tangent
Computes the tangent xf wherex is in radians.

ERESE

karx]

-y
£

Logarithmic Functions Descriptions
The following illustration shows the options for thegarithmic subpalette.

it» Logarithmic |

_
ik
K
1

|
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Exponential
Computes the value efraised to thex power.

explx]

Exponential (Arg) -1
Computes 1 less than the valueeodised to the power. Wherx is very small, this function
is more accurate than using the Exponential function then subtracting 1 from the output.

B-ficy

exp(#] -1

—..i1
EXP-1

Logarithm Base 2

Computes the base-2 logarithmxoff x is 0,l0g2(x) is —o. If X is not complex and is less
than 0,Jog2(x) is NaN.

1

¥ |{-:-2-:u log2{x]

Logarithm Base 10

Computes the base-10 logarithmxoff x is 0,log(x) is —o. If X is not complex and is less
than 0,og(x) is NaN.

X fii loglx]
Lo

Logarithm Base X

Computes the basdogarithm ofy (x>0,y>0). Ify is 0, the output ises. Whenx andy are
both not complex and is less than or equal to 0, wis less than 0, the output is NaN.

1
y— i
i lagxiv]

X
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Natural Logarithm

Computes the natural baségarithm ofx. If x is 0,In(x) is —o. If x is not complex and is
less than On(x) is NaN.

X ] i In[x]

Natural Logarithm (Arg +1)
Computes the natural logarithm af€ 1). Wherx is near 0, this function is more accurate
than adding 1 ta then using the Natural Logarithm functionxlis equal to —1, the result is
—oo. If X is not complex and is less than —1, the result is NaN.

X 1;:: In[=+1]
LHgeHy
Power Of 2
Computes 2 raised to tlxepower.
X Moz 2
exid
Power Of 10
Computes 10 raised to tlgpower.
H P 107
T EHE]

Power Of X
Computex raised to thg power. Ifx is not complex, it must be greater than zero unjéss
an integer value. Otherwise, the result is NaN.iff zerox”y is 1 for all values oX,
including zero.

Wy
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Complex Function Descriptions

The following illustration displays the options available onGloenplex subpalette.

sl Complex e

2 B2kl B R

The functions Polar To Complex and Re/Im To Complex create complex humbers from two
values given in rectangular or polar notation. The functions Complex To Polar and Complex
To Re/lm break a complex number into its rectangular or polar components.

Complex Conjugate
Produces the complex conjugatexof iy.

X+ iy Lz_.mf.- -y

Complex To Polar
Breaks a complex number into its polar components.

[ * e"(i"theta) .

Complex To Re/Im
Breaks a complex number into its rectangular components.

Polar To Complex
Creates a complex number from two values in polar notation.

theta: & r* e”[i*theta)
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Re/Im To Complex
Creates a complex number from two values in rectangular notation.

— Y
¥

Additional Numeric Constants Descriptions

The following illustration shows the options available orAtiditional Numeric Constants
subpalette.

ifs! Additional Numeric Constants |

[ A b kg b2 E
EEGEERBME

Additional User Definable Constants
You can define the following constants.

—y] Listbox Symbol Ring Constant

This ring constant assigns symbols to items in a listbox control. Typically, you wire this
constant to the Iltem Symbols attribute.

Color Box Constant

Use this constant to supply a constant color value to the block diagram. Set this value by
clicking the constant with the Operating tool and choosing the desired color.

The value of the Color Box constant cannot be changed while the VI executes. You can assign
a label to this constant.
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Error Ring Constant

This constant is a predefined ring of errors specific to memory usage, networking, printing,
and file 1/O. Errors related to DAQ, GPIB, VISA, and Serial VIs and functions are not options
in this ring.

Fixed Constants
The following constants are fixed.

Avogadro Constant (1/mol)
Returns the value 6.02828.

7] Base 10 Logarithm of e
Returns the value 0.43429448190325183.

Elementary Charge (c)
Returns the value 1.60218929.

Gravitational Constant (Nm2/kg?)
Returns the value 6.67&011.

[E] Molar Gas Constant (J/mol K)
Returns the value 8.31441.

3| e

Returns the value 2.7182818284590&52

Natural Logarithm of Pi
Returns the value 1.14472988584940020.

H

Natural Logarithm of 2
Returns the value 0.69314718055994531.

3
[

Natural Logarithm of 10
Returns the value 2.30234095236904570.

—] Negative Infinity
Returns the valueos,
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Pi
Returns the value 3.14159265358979320.

El

Pi divided by 2
Returns the value 1.57079632679489660.

B

Pi multiplied by 2
Returns the value 6.28318530717958650.

5]

Planck’s Constant (J/Hz)
Returns the value 6.626234.

1

=] Positive Infinity
Returns the value.

l

=] Reciprocal of e
Returns the value 0.36787944117144232.

-] Reciprocal of Pi
Returns the value 0.31830988618379067.

= Rydberg Constant (/m)
Returns the value 1.097373¥77

Speed of Light in Vacuum (m/sec)
Returns the value 299,792,458.
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Boolean Functions

This chapter describes the functions that perform logical operations.

The following illustration shows thBooleanpalette, which you access by
selectingFunctions»Boolean

s Functions

@’ }|

123

[

= ..—D:UBuulean

el B o

w

[=]=]
=
[=]r]

[1]
£ HE
o)

i

3 3
= )
=1L o]

EYERE 'hE'.-I e Jive [3

i S

Inskr Liky

L, B | E=
s

i [
% ,m| ||

For examples of some of the Boolean functions egemples\
general\structs.llb

Polymorphism for Boolean Functions

The logical functions take either Boolean or numeric input data. If the input
is numeric, G performs a bit-wise operation. If the input is an integer, the

output has the same representation. If the input is a floating-point number,
G rounds it to a long integer, and the output is a long integer.

The logical functions work on arrays of numbers or Boolean values,
clusters of numbers or Boolean values, arrays of clusters of numbers or
Boolean values, and so on.
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A formal and recursive definition of the allowable input type is as follows:

Logical type= Boolean scalar || numeric scalar || artagi¢al typ4q ||
cluster [ogical type$

except that complex numbers and arrays of arrays are not allowed.

Logical functions with two inputs can have the same input combinations as
the arithmetic functions. However, the logical functions have the further
restriction that the base operations can only be between two Boolean values
or two numbers. For example, you cannot have an AND between a Boolean
value and a number. See the example below for an illustration of some
combinations of Boolean values for the And function.

Similar One Scalar
Boolean sealar - A Boolean scalar
Boolean scalar -
Boalean array Boolean array
Boalean array

cluster
cluster

Boolean scalar ...
Boalean array
Boalean array

Boalean scalar .......
Boolean cluster oo

= Boolean closter

array of clusters
cluster

Boolean Function Descriptions

The following Boolean functions are available.

And
Computes the logical AND of the inputs.
X w.and. u?
-
Note This function performs bit-wise operations on humeric inputs.
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And Array Elements
Returns TRUE if all the elementsBoolean array are true; otherwise it returns FALSE.

Boolean array I‘-:-" logical AMD

Boolean Array To Number

ConvertsBoolean arrayto an unsigned long integer by interpreting it as the two’s
complement representation of an integer with the Oth element of the array being the least
significant bit.

Boolean array rrmber

Boolean To (0,1)

Converts a Boolean value to a word integer — 0 and 1 for the input values FALSE and TRUE,
respectively.

Boolean 1201} 0.1

Compound Arithmetic
Performs arithmetic on two or more numeric, cluster, or Boolean inputs.

waluel
va]l._|e1

surn, product,
AMD or OF of
walues

'-.-'a‘:i!e n-i

You choose the operation (multiply, AND, or OR) by popping up on the function and selecting
Change Mode

You can invert the inputs or the output of this function by popping up on the individual
terminals and selectirigvert. For Add, selecinvert to negate an input or the output. For
Multiply, selectinvert to use the reciprocal of an input or to produce the reciprocal of the
output. For AND or OR, seletivert to logically negate an input or the output.

Note You add inputs to this node by popping up on an input and selechdd Input or
by placing the Positioning tool in the lower left or right corner of the node and
dragging it.
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Exclusive Or

Computes the logical exclusive OR of the inputs.

Implies

Computes the logical OR gfand of the logical negation &f The function negatesthen
computes the logical OR gfand of the negated

X w implies, y?
y
Not
Computes the logical negation of the input.
¥ a|;> .hot, =7
Not And

Computes the logical NAND of the inputs.

Not Exclusive Or

""" :: .................. ok, [ .and. u]?

Computes the logical negation of the logical exclusive OR of the inputs.

Not Or

chiat, [ waor, w]?

Computes the logical NOR of the inputs.

LabVIEW Function and VI Reference Manual
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Number To Boolean Array
Convertsnumber to a Boolean array of 8, 16, or 32 elements, wherefredément
corresponds to the least significant bit (LSB) of the two's complement representation of the
integer.

number Boolean array

Or
Computes the logical OR of the inputs.

Or Array Elements
Returns FALSE if all the elementsBoolean array are false; otherwise it returns TRUE.

Boolean amray Iﬁl/\ logical OR

Boolean Constant

Use this function to supply a constant TRUE/FALSE value to the block diagram. Set this
value by clicking th@ or F portion of the constant with the Operating tool. This value cannot
be changed while the VI executes. You can assign a label to this constant.
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String Functions

This chapter describes the string functions, including those that convert
strings to numbers and numbers to strings.

The following illustration shows thgtring palette, which you access by
selectingFunctions»String.

s Functions

EIE , m- 4
Insl:rLiH . b ! ’ r
H“;"I'*

7 il O 1 S 7 O 2

Overview of Polymorphism for String Functions

This section provides descriptions of polymorphism for String functions,
Additional String to Number functions, and String Conversion functions.

Polymorphism for String Functions

String Length, To Upper Case, To Lower Case, Reverse String, and Rotate
String accept strings, clusters, arrays of strings, and arrays of clusters.
To Upper Case and To Lower Case also accept numbers, clusters of
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numbers, and arrays of numbers, interpreting them as ASCII codes for
characters (refer to the Appendix@R1B Multiline Interface Messagésr

the numbers that correspond to each character). Width and precision inputs
must be scalar.

Polymorphism for Additional String to Number Functions

To Decimal, To Hex, To Octal, To Engineering, To Fractional, and

To Exponential accept clusters and arrays of numbers and produce clusters
and arrays of strings. From Decimal, From Hex, From Octal, and From
Exponential/Fract/Sci accept clusters and arrays of strings and produce
clusters and arrays of numbers. Width and precision inputs must be scalar.

Polymorphism for String Conversion Functions

The Path To String and String To Path functions are polymorphic. They
work on scalar values, arrays of scalars, clusters of scalars, arrays of
clusters of scalars, and so on. The output has the same composition as the
input but with the new type.

Format Strings Overview

Many G functions acceptfarmat string input, which controls the

behavior of the function. A format string is composed of one or more
format specifiers, which determine what action to take to process a given
parameter. The Format Into String and Scan From String functions can use
multiple format specifiers in the format string, one for each resizable input
or output to the function. Characters in the string that are not part of the
format specifier are copied verbatim to the output string (in the case of
Format Into String) or are matched exactly in the input string (in the case
of Scan From String), with the exception of special escape codes. You can
use these codes to insert nondisplayable characters, the backslash, and
percent characters within any format string. These codes are similar to
those used in the C programming language.

Table 6-1 displays the special escape codes. A code does not exist for the
platform-dependent end-of-line (EOL) character. If you need to append
one, use the End-of-Line constant from $teng palette.

LabVIEW Function and VI Reference Manual 6-2 © MNational Instruments Corporation



Chapter 6 String Functions

Table 6-1. Special Escape Codes

Code Meaning
\r Carriage Return
\t Tab
\b Backspace
\n Newline
\f Form Feed
\s space
\xx character with hexadecimal ASCII coxle
(using 0 through 9 and upper case A through F)
\\ \
%% %

Notice that for the Scan From String and Format & Strip functions, a space
in the format string matches any amount of whitespace (spaces, tabs, and
form feeds) in the input string.

The Format & Append, Format & Strip, Array To Spreadsheet String, and
Spreadsheet String To Array functions use only one format specifier in the
format string because these functions have only one input that can be
converted. Any extraneous specifiers inserted into these functions are
treated as literal strings with no special meaning.

For functions that produce a string as output, such as Format Into String,
Format & Append, and Array To Spreadsheet String, a format specifier has
the following syntax. Double bracket§ ( ) enclose optional elements.

%[-][+]["[0][Width][.Precision][{unit}]Conversion Code

For functions that scan a string, such as Scan From String, Format & Strip,
and Spreadsheet String to Array, a format specifier has the following,
simplified syntax:

%[Width]Conversion Code
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Table 6-2 displays the string syntax available.

Table 6-2. String Syntax

Syntax Element

Description

%

Begins the formatting specification.

— (optional)

Causes the parameter to be left justified rathg
than right justified within its width.

+ (optional)

For numeric parameters, includes the sign even

when the number is positive.

~ (optional)

When used with the org conversion codes, use
engineering notation (exponent is always a
multiple of 3).

0 (optional)

Pads any excess space to the left of a numeri
parameter with Os rather than spaces.

Width (optional)

When scanning, specifies an exact field width
use. G scans only the specified number of
characters when processing the parameter.

When formatting, specifies the minimum
character field width of the output. This width
not a maximum width; G uses as many charac
as necessary to format the parameter without
truncating it. G pads the field to the left or righ
of the parameter with spaces, depending on
justification. IfWidth is missing or zero, the
output is only as long as necessary to contain
converted input parameter.

=

%)

ers

—

the

Separatesvidth from Precision

Precision
(optional)

For floating-point parameters, specifies the
number of digits to the right of the decimal poirn
If width is not followed by a period, G inserts
fractional part of six digits. Mvidth is followed
by a period, an@recision  is missing 00,

G does not insert a fractional part.

For string parameters, specifies the maximumi
width of the field. G truncates strings longer th
this length.

—
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Table 6-2. String Syntax (Continued)

Syntax Element

Description

{unit}  (optional)

Overrides the choice of unit of a VI when
converting a physical quantity (a value with ar
associated unit). Must be a valid unit.

Conversion Codes

Single character that specifies how to scan or
format perimeter, as follows:

decimal integer

hex integer

octal integer

binary integer

floating-point number with

fractional format

- T O X Qo

e floating-point number with
scientific notation

g floating-point number using format
if the exponential is less than —4 or greater
than Precision, dr format otherwise

s string

An | (lowercase L) preceding the conversion

Localization Codes

Codes used as format separators for localizat
as follows:

%,; comma decimal separator

%.; period decimal separator

%;  system default separator

The conversion codes used in G are similar to those used in the

C programming language. However, G uses conversion codes to determine

the textual format of the parameter, not the datatype of the parameter.

You can use thé, x, 0, b, f, e, andg conversion codes to process any

numeric G data type,

For complex numbers, you can use the format specifier to process both the

including complex numbers and enums.

real and imaginary parts as a single parameter.

You can use the conversion code to process string or path parameters or

enums.
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Notice that you can use either a numeric or string conversion code with an
enum, depending on whether you want the numeric value or symbolic
(string) value of the enum.

For compatibility with C, G treatswaconversion code (unsigned integer)
the same as@ and ignores ah or L preceding the conversion code.
However, in G, the datatype of the parameter determines the size of an
integer and whether the integer is signed or unsigned.

For examples of format string usage, see the Format Into String and Scan
From String function descriptions later in this chapter.

String Function Descriptions

The following string functions are available.

Array To Spreadsheet String
Converts ararray of any dimension tepreadsheet stringspreadsheet strings a table in
string form, containing delimiter-separated column elements, a platform-dependent EOL
character separating rows, and, for arrays of three or more dimensions, separated pages.

delimiter [T ah)
format string EEE .
array - spreadsheet shing

Concatenate Strings

Concatenates input strings and one-dimensional arrays of strings into a single, output string.
For array inputs, this function concatenates each element of the array.

string 0 :||:|+ concatenation of
3 18559
stri'mg ! m;g+; i string0, stringl, ., string n-1
atring -l i@ |

Format Into String
Converts input arguments intesulting string, whose format is determined fiyrmat
string. You increase the number of parameters by popping up on the node and sakitting
Parameter or by placing the Positioning tool over the lower left or right corner of the node,
then stretching it until you reach the desired number of arguments.
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forrat string
initial string

error in (na errar)
argurment 1000

resulting string
error aut

R
LR

arfumeny!

Table 6-3 shows the errors that can appearrior out by the Format Into String function.

Table 6-3. Possible Format into String Errors

Error Code Description

Format specifier typel 81 The datatype of a format specifier in the format string
mismatch does not match the datatype of the corresponding
input argument.

Unknown format 82 The format string contains an invalid format specifier.

specifier

Too few format 83 There are more arguments than format specifiers.

specifiers

Too many format 84 There are more format specifiers than arguments,

specifiers

Note If an error occurs, the source component of the error out cluster contains a string

of the form“Format Into String (arg n),” where n is the first argument

for which the error occurred.

If you wire a block diagram constant stringféeemat string, G checks for errors iformat
string at compile time. You must correct these errors before you can run the VI. In this case,
Nno errors can occur at run time.

Format Specifier Examples

In Table 6-4, the underline character (_) represent spaces in the output. The last three entries
are examples of physical quantity inputs.

Table 6-4. Format Specifiers

Format String Argument(s) Resulting String
score = %2d%% 87 score = 87%
level =\n%—7.2e V 0.03642 level =
3.64e-2V
Name: %s, %s. Smith John Name: Smith, John.
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Table 6-4. Format Specifiers (Continued)

Format String

Argument(s)

Resulting String

Temp: %05.1f %s

96.793 Fahrenheit

Temp: 096.8 Fahrenheit

String: %10.5s. Hello, World String:____ Hello.
%5.3f 5.67 N 5.670 N
9%5.3{mN}f 5.67 N 5670.000 mN
%5.3{kg}f 5.67 N 5.670 ?kg

The last table entry shows the output when the unit in the format specifier is in conflict with
the input unit.

Index & Append

Selects a string specified mdex from string array and appends that stringgtring.

string array
string [ E%
<

index .

aLtput string

Index & Strip
Compares each string @tring array with the beginning oétring until there is a match.
shring |r~§_..=' indes
string array %g: oLtput ztring

Match Pattern

Searches foregular expressionin string beginning abffset, and if it finds a match, splits
string into three substrings.

before substing
match substring
after substring
offzet past match

reqular expression
gtring ~
offzet (0]
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Table 6-5. Special Characters for Match Pattern

Special Character

Interpreted by the Match Pattern Function as...

Matches any character.

Matches zero or one instances of the expression preceding

Cancels the interpretation of special characters (for example,
\? matches a question mark). You can also use the following
constructions for the space and non-displayable characters:
\b backspace

\f form feed

\n newline

\s space

\r carriage return

\ xx any character, where s the hex code using O through 9
and upper case A through F

\t tab

If ~ is the first character oégular expression it anchors the match
to theoffsetin string. The match fails unlegggular expression
matches that portion atring that begins with the character at
offset If 2 is not the first character, it is treated as a regular
character.

Encloses alternates. For examfidéc] matches, b, orc.
The following character has special significance when used wi
the brackets:

— (dash) Indicates a range when used between digits, or lowe
or uppercase letters (for example, [0-5],[a—g], or [L—Q])

The following characters have significance only when they are
first character within the brackets:

~ Excludes the set of characters, including nondisplayable
characters. [~0—9] matches any character other than 0 throug

~ Excludes the set with respect to all the displayable characte
(and the space characters). [*0—9] gives the space characters
displayable characters except 0 through 9.

thin

case

the

h 9.

(S
and all
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Table 6-5. Special Characters for Match Pattern (Continued)

Special Character

Interpreted by the Match Pattern Function as...

+

match.

Matches the longest number of instances of the expression
precedingt+; there must be at least one instance to constitute a

* Matches the longest number of instances of the expression
preceding in regular expression including zero instances.

If $ is the last character odgular expression it anchors the
match to the last element siring. The match fails unless
regular expressionmatches up to and including the last charag
in the string. If$ is not last, it is treated as a regular character.

Table 6-6 shows examples of the Strings for the Match Pattern functions.

Table 6-6. Strings for the Match Pattern Examples

Characters to Be Matched

Regular Expression

VOLTS

VOLTS

All uppercase and lowercase versions 0
volts, that is, VOLTS, Volts, volts, and
soon

[VWI][Oo][LI[Tt][Ss]

A space, a plus sign, or a minus sign

[+-]

A sequence of one or more digits

[0-9]+

Zero or more Spaces

\s* or* (thatis, a space followed by an
asterisk)

One or more Spaces, Tabs, New Lines,
Carriage Returns

[MAr\n\s]+

One or more characters other than digit

[-0-9]+

The word Level only if it begins at the
offset position in the string

Level

The word Volts only if it appears at the er]
of the string

Volts$

The longest string within parentheses

("

6-10
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Table 6-6. Strings for the Match Pattern Examples (Continued)

Characters to Be Matched Regular Expression

The longest string within parentheses by ([~()I*)
not containing any parentheses within it

The charactef [[]

Pick Line & Append

Chooses a line frommulti-line string and appends that line $tring.

multi-line string
stritg ) WS E|
" <

line index . output string

Reverse String
Produces a string whose characters are in reverse order of tistsegn

ztring Jab-bal reversed

Rotate String

Places the first character sifing in the last position dirst char last, shifting the other
characters forward one position. For example, the siting becomescda .

string LI ]II firzt char last

Scan From String

Scans the input string and converts the string accordifayr@at string. You increase the
number of parameters by popping up on the node and selAdiihgarameter or by placing

the Positioning tool over the lower left or right corner of the node, then stretching it until you
reach the desired number of parameters.

Use Scan From String when you know the exact format of the input string.

format string

input string []wald remaining string
initial search location .t offzet past scan
error in [no error) [ error out
default 1 (0 db1) & [ autput 1
i eesiens =
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Table 6-7 lists the Scan from String errors.

Table 6-7. Scan from String Errors

Error Code Description

Format specifier type mismatch 81 The datatype of a format specifie
in the format string does not match
the datatype of the corresponding

output.

Unknown format specifier 82 The format string contains an

invalid format specifier.

Too few format specifiers 83 There are more arguments than

format specifiers.

Too many format specifiers 84 There are more format specifiers

than arguments.

Scan failed 85 Scan From String was unable to
convert the input string into the
datatype indicated by the format

specifier.

Note If an error occurs, the source component of teeror out cluster contains a string
of the form“Scan From String (arg n),” wheren is the first argument for

which the error occurred.

If you wire a block diagram constant string to format string, G checks for errors in format
string at compile time. You must correct these errors before you can run the VI. In this case,

only the Scan-failed error can occur at run time.

Table 6-8 lists Scan From String examples.

Table 6-8. Scan from String Examples

Format Remaining
Input String String Default(s) Output(s) String
abc xyz %s — abc 00
12.3+56i 7200 %s%f%2d — Xyz
0&0i (CDB) 12.3+56i
— 72
Q+1.27E-3 tall QY%f t — 1.27E-3 ail
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Chapter 6 String Functions
Table 6-8. Scan from String Examples (Continued)
Format Remaining
Input String String Default(s) Output(s) String
0123456789 %3d%3d — 12 6789
345
X:9.860 Z:3.450 | X:%fY:%f 100 (132) 10 Z: 3450
100.0 (DBL) 100.0
set49.4.2 set%d — 49 4.2

Scan String for Tokens

Scandgnput string, starting abffset, and returns the next token found.

allowe empty tokens? [F)
input ztring
offzet

aperatars [hione] seed £

delimiters [ha, )

uze cached delimdoper data’...

dup ztring

taken zting
token index

offset past token

A tokenis a substring ahput string, which is surrounded tgelimiters, or which matches
an element iperators. Typically, tokens represent individual keywords, numeric values,
or operators found when parsing a configuration file or other text-based data format.

This function scansput string, starting abffset, returning the next token found.

See the online reference for more information about the Scan String for Tokens function and

parameters.

Select & Append

Selects eithefialse stringor true string according to a Booleaselectorand appends that

string tostring.

© MNational Instruments Corporation

falze stning
true stning

ghring "] memnnned

selector

outpLt string

6-13
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Chapter 6 String Functions

Select & Strip
Examines the beginning sfring to see whether it matchese string or false string This
function returns a Boolean TRUE or FALSE valusétection depending on whethstring
matchegrue string or false string.

. - ]
sknng T zelection

I:.:I:E z::::g = autput string

Split String
Splits the string at offset or searches for the first occurrensean€hchar in string,
beginning abffset, and splits the string at that point.

substring before char
char subztring
offzet of char

search char [-]
zhring
aoffzet (0]

Spreadsheet String To Array
Convertsspreadsheet stringo a numeriarray of the dimension and representation of
array type. This function works for arrays of strings as well as arrays of numbers.

delirniter [T ah)
format string [
spreadsheet string - = ’ array
armay type [20 Dbl =T &
String Length

Returns inength the number of characters (bytesyiring.

ztring ',m»u length
String Subset
Returnssubstring of the originaktring beginning abffsetand containingength number of
characters.
length ——{m .
offzet (0] — &]ﬁ substring
string
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To Lower Case
Converts all alphabetic charactersiring to lowercase characters. This function does not

affect non-alphabetic characters.

string 1Aal all lower caze string

To Upper Case

Converts all alphabetic charactersstring to uppercase characters. This function does not
affect non-alphabetic characters.

ztring af all upper caze string

Additional String To Number Function Descriptions
For general information about Additional String to Number functions?egamorphism for
Additional String to Number Functionsarlier in this chapter.

The following illustration displays the options available onAHditional String to Number
Functions subpalette.

T #y #E *n |[FEm w2
sonnn| | Rz | Z[eose] e4[nnEZ] w[nnnn |eafnEnf
B 4 | E 4 4 | EE ] . #
L] L] L]
]
= =

Format & Append

Convertswumber into a regular string according to the format specifiédrimat string, and

appends this tetring.
format string
string [ ?_‘mm?ﬁﬂ
[ <

number [0 # output ztring
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= Note The Format Into String function has the same functionality as Format & Append
but can use multiple inputs, so you can convert information simultaneously.

Consider using Format Into String instead of this function to simplify your block
diagram.

Format & Strip

Looks forformat string at the beginning dftring, formats any number in this string portion
according to the conversion codegormat string, and returns the converted number in
number and the remainder sfring after the match ioutput string.

format ing 771 &I number
ormat ztnng _
default [0 dbl) 2 autput string

From Decimal
Converts the numeric characterstring, starting at offset, to a decimal integer and returns

it in number.
S“fifm‘:'t offzet past number
offze h
default [O0L] — =—— rumber

From Exponential/Fract/Eng

Interprets the characters 0 through 9, plus, minus, e, E, and the decimal point (usually period)
in string starting aoffsetas a floating-point number in engineering notation, or exponential
or fractional format and returns it mumber.

string offzet past nurmber
offzet p——
default [ dbl)
7 & Note If you wire the characters Inf or NaN to string, this function returns the G values

Inf and NaN, respectively.

From Hexadecimal

Interprets the characters 0 through 9, A through F, and a throughrihig starting abffset
as a hex integer and returns inimmber.

St'fifngt offzet past number

ottze

default (0uL] umber
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From Octal

Interprets the characters O through 8titing starting abffsetas an octal integer and returns
itin number. This function also returns the indexsining of the first character following the

number.
strfifngt offzet past number
QrrEe
default [Qul) rumber
To Decimal
Convertsnumber to a string of decimal digitwidth characters wide, or wider if necessary.
number #) o .
[mnn]
width [-] ———{wa decimal integer string

To Engineering
Convertsnumber to an engineering format, floating-point striwgth characters wide, or

wider if necessary. Engineering format is similar to E format, except the exponent is a
multiple of three (-3, 0, 3, 6).

number #E
width [-] =] "*‘%
precision [B] —

E higineering string

To Exponential

Convertsnumber to an E-format (exponential notation), floating-point strvigth
characters wide, or wider if necessary.

number )
width [-] = {rngx E-format string

precision [B] —

To Fractional

Convertsnumber to an F-format (fractional notation), floating-point strimiglth characters
wide, or wider if necessary.

number e |
W"jth ['] H F-fDrmat St”ng
precizion (&) T
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To Hexadecimal
Convertsnumber to a string of hexadecimal digitgdth characters wide, or wider if

necessary.

number ‘*-_:%
'F LA

width [-] ——m

hex integer string

To Octal

Convertsnumber to a string of octal digiteidth characters wide, or wider if necessary.

number “-;%
'? Rl

width [-] ——w

octal integer sting

String Conversion Function Descriptions

For general information about String Conversion functionsOsegview of Polymorphism
for String Function®arlier in this chapter.

The following illustration shows th®tring Conversion subpalette.

i Conversion |

Array Of Strings To Path accepts one-dimensional (1D) arrays of strings, Path To Array Of
Strings accepts paths, Path To String accepts paths, and String To Path accepts strings.
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Array Of Strings To Path

Convertsarray of strings into a relative or absolufgath.

If you have an empty string in the array, the directory location before the empty string is
deleted in the path output. Think of this change as moving up a level in directory hierarchy.

rE—'lEIti"-"E ........................

array of ztrings il ) path

Byte Array To String

Converts an array of unsigned bytes into a string.

unszigned byte array string

Path To Array Of Strings
Convertspath into array of strings and indicates whether the pathiégative.
........................ fEl-EIti"."E
path T [) array of stings

Path To String

Convertspath into a string describing a path in the standard format of the platform.

path P abs shring

Refnum To Path

Returns the path associated with the speciididum.

refnum 101 % } path

String To Byte Array

Convertsstring into an array of unsigned bytes.

ztring unzigned byte array
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String To Path

Converts a string, describing a path in the standard format for the current platform, to a path.

string Jab "o} path

String Fixed Constants

The following String Fixed Constants are available.

String Constant

Use this constant to supply a constant ASCII string to the block diagram. Set this string by
clicking the constant with the Operating tool and typing the value. You can change the display
mode so you can see non-displayable characters or the hex equivalent to the characters.
You also can set the constant in password display mode so asterisks are displayed when you
type characters.

The value of the string constant cannot be changed while the VI executes. You can assign a
label to this constant.

Carriage Return
Consists of a constant string containing the ASCII CR value.

Empty String

El Consists of a constant string that is empty. Length is zero.

End of Line

Consists of a constant string containing the platform-dependent, end-of-line value. For
Windows, the value is CRLF; for Macintosh, the value is CR; and for UNIX, the value is LF.

Line Feed
Consists of a constant string containing the ASCII LF value.

Tab
Consists of a constant string containing the ASCII HT (horizontal tab) value.
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Array Functions

This chapter describes the functions for array operations.

The following illustration shows th&rray palette, which you access by
selectingFunctions»Array.

iix! Functions

k k
o 123
3 3
abc I-.I
. ; o—IlArray
eI oA

&, o ||z|
[ HH

mt [ J

=1 +|F]
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e e
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I@
[

&}
LB

{In
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| |
T

o) Rl

+
B

Iy

Instr Likd

[

3
ary

[]
e

T
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;

© MNational Instruments Corporation 7-1 LabVIEW Function and VI Reference Manual



Chapter 7 Array Functions

Some of the array functions also are available fronAthey Tools palette
of most terminal or wire pop-up menus. The illustration below shows this
pop-up menu.

| Array Tools ) |

[E]E ] = | [
=] || [t -t [ b
CEEEE

= n—

If you select functions from this palette, they appear with the correct
number of terminals to wire to the object on which you popped up.

For examples of array functions, se@mples\general\arrays.llb

Array Function Overview

Some of the array functions have a variable number of terminals.

When you drop a new function of this kind, it appears on the block diagram
with only one or two terminals. You can add and remove terminals by using
Add Element Input or Add Array Input andRemove Inputpop-up
menucommands (the actual names depend on the function) or by resizing
the node vertically from any corner. If you want to add terminals by
popping up, you must place your pointer on the input terminals to access
the pop-up menu.

You can shrink the node if doing so does not delete wired terminals.

The Add Element Input or Add Array Input command inserts a terminal
directly after the one on which you popped up. Rieenove Input

command removes the terminal on which you popped up, even if it is wired.
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The following illustration shows the two ways to add more terminals to the
Build Array function.

ra

[

1

: - I'= ¥ [0, =+
Online Help =] ! ! =
Description... ! ! |
Show » - ==
Replace ]

Change to Arra
Add Array Input
Remove Input
Create Constant
Create Control
Create Indicator

Out-of-Range Index Values

Attempting to index an array beyond its bounds results in a default value
determined by the array element type.

Polymorphism for Array Functions

Most of the array functions accaptlimensional arrays of any type.
However, the wiring diagrams in the function descriptions show numeric
arrays as the default data type.

Array Function Descriptions

The following Array functions are available.

Array Max & Min

Searches for the first maximum and minimum values in a numeeyg. This function also
returns the index or indices where it finds the maximum and minimum values.

[WLE == maw value
array E' max index [indices)
riH_= mir value

min index [indices)
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Array Functions

If a numericarray has one dimension, timeax indexandmin index outputs are scalar
integers. If a numeriarray has more than one dimension, these outputs are 1D arrays that
contain the indices of the maximum and minimum values.

The function compares each datatype according to the rules referred to in Chapter 9,
Comparison Functions

Array Size

Returns the number of elements in each dimensianray.

array 1 zizefs]

Array Subset

Returns a portion drray starting atndex and containingength elements.

array sub-array
indexi0) g+
length —fw+ I

AR Lo S
ol
I

Array To Cluster

Converts a 1D array to a cluster of elements of the same type as the array elements. Pop up
on the node to set the number of elements in the cluster. The default is nine. The maximum

cluster size for this function is 256.

array 15} cluster

For more information about clusters, see Chapt&ster Functions

Build Array

Appends any number of array or element inputs in top-to-bottom order to anegtavith
appended element

e]:rri:ur-;?-:ut :ﬁr'— array with appended element(s])

[oRicHH o

o icHAH oL s

To change an element input to an array input, pop up on the input an@éelege to Array.
In general, to build an array ofdimensions, eacérray input must be of the same
dimensionn, and eaclelementinput must have— 1 dimensions. To create a 1D array,
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connect scalar values to the element inputs and 1D arrays to the array inputs. To build a
2D array, connect 1D arrays to element inputs and 2D arrays to the array inputs.

Cluster To Array
Converts a cluster of identically typed components to a 1D array of elements of the same type.

cluster =04 array

For more information about clusters, see Chapt@i@ter Functions

Decimate 1D Array
Divides the elements @frray into the output arrays.

array of elernents 0, n, 2Zn, ...

array array of elernents 1, n+1, 2n+1, ..

Index Array

Returns thelementof array atindex. If array is multidimensional, you must add additional
index terminals for each dimension afray.

n-dimension array + o elernent ar
indesx 0 —— =t | sub-array
-;n-j.;:\-::: [T SRR Al

In addition to extracting an element of the array, you can slice out a higher-dimensional
component by disabling one or more of the index terminals.

Initialize Array
Creates an-dimensional array in which every element is initialized to the valaéeofient

] ~ elerent—{=4 initialized
dimension 51.29'1:' b+ n—-dimension array
H sized . H

© MNational Instruments Corporation 7-5 LabVIEW Function and VI Reference Manual



Chapter 7 Array Functions

Interleave 1D Arrays
Interleaves corresponding elements from the input arrays into a single output array.

arrayd
arrayil

interleaved array

Interpolate 1D Array
Uses the integer part &fictional index or x to index the array and the fractional part of
fractional index or x to linearly interpolate between the values of the indexed element and
its adjacent element.

array of numbers or points et
- - P H
fractional index or x * iTere

yvalue

Replace Array Element
Replaces the elementémray atindex with thenew element

arrau [—b [ 3112w ith mew elernent
news elerment g!: ] !

index—lm-t

Reshape Array
Changes the dimension of an array according to the valliemehsion size The function is
resizablem-dim array has one dimension for eadimension sizeinput. For example, you
can use this function to change a 1D array into a 2D array or vice versa. You also can use it
to increase and decrease the size of a 1D array.

n-dirn artay +|§|— rn-dirn array
dimension size — w4

Reverse 1D Array
Reverses the order of the elementariray.

F o
amray K] [b. of reversed array
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Rotate 1D Array

Rotates the elements afray by the number of places and in the direction indicatad by

n [‘ooo#] array [last n elements first)
array

Search 1D Array
Searches foelementin 1D array starting astart index.
1D array [oozd]
element — *r,_tf_' index of element

start index [0] —

Sort 1D Array

Returns a sorted version afray with the elements arranged in ascending order. The rules
for comparing each datatype are described in Chap@o@parison Functions

array || Eﬁﬁ zorted array

Split 1D Array

Dividesarray atindex and returns the two portions.

array == i___le first subarray
index o T zecond subarrap

Threshold 1D Array

Compareghreshold y to the values imrray of numbers or points starting atstart index
until it finds a pair of consecutive elements such thiashold y is greater than the value of
the first element and less than or equal to the value of the second element.

The function then calculates the fractional distance between the first valtteesiwld y
and returns the fractional index at whibtineshold y would be placed withiarray of
numbers or pointsusing linear interpolation.

array of numbers or points n ) )
threzhold y — oty fractional index or x
start index [0] — SHeest
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For example, supposearay of numbers or pointsis an array of four numbers [4, 5, 5, 6],

start index is 0, andhreshold y is 5. Thefractional index or x is 1, corresponding to the

index of the first value of 5 the function finds. Suppose the array elements are 6, 5, 5, 7, 6, 6,
thestart index is 0, and th¢hreshold yis 6 or less. The output is Otlfreshold y is greater

than 7 for the same set of numbers, the output istBrd$hold y is 14.2 start index is 5,

and the values in the array starting at index 5 are 9.1, 10.3, 12.9, antthEsiold y falls
between elements 7 and 8 because 14.2 is midway between 12.9 and 15.5. The value for
fractional index or x is 7.5, that is, halfway between 7 and 8.

If the array input consists of an array of points where each point is a clugtendy
coordinates, the output is the interpolatadlue corresponding to the interpolated position
of threshold y rather than the fractional index of the array. If the interpolated position of
threshold y is midway between indices 4 and 5 of the array withlues of —2.5 and O
respectively, the output is not an index value of 4.5 as it would be for a numeric array, but
rather arx value of —1.25.

Transpose 2D Array

Rearranges the element@f array such thaD array[i,j] becomesransposed arrayj,i].

2D amray tranzpozed array
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Cluster Functions

This chapter describes the functions for cluster operations.

The following illustration shows th€luster palette that you access by
selectingFunctions»Cluster.

2]
3 3 I
s o
— LB
I T = | S [mecl it
I 2
piain N[l == | <
* B L -.!-?-!-?-!-. :IE :::Ig
B[R (@) =
T .‘I - ...Ill
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Cluster Functions

Some of the cluster functions also are available fronCthster Tools
palette of most terminal or wire pop-up menus. The following illustration
shows the pop-up menu.

[ M

Cnline Help
Description...
Show 3
Feplace 3

Cluster Tools

Create Constant
Create Control
Create Indicatar
Hide Full Mames =

If you select the functions from this palette, they appear with the correct
number of terminals to wire to the object on which you popped up.

Cluster Function Overview

Some of the cluster functions have a variable number of terminals.

When you drop a new function of this kind, it appears on the block diagram
with only one or two terminals. You can add and remove terminals by using
theAdd Input or Remove Inputpop-up menu options or by resizing the
node using the Positioning tool. If you want to add terminals by popping
up, place your cursor on the input terminal to access the pop-up menu.

You can shrink the node if doing so does not delete wired terminals.
TheAdd Input option inserts a terminal directly after the one on which
you popped up. ThRemove Inputoption removes the terminal on which
you popped up, even if it is wired.
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The following illustration shows the two ways to add more terminals to the
Bundle function.

ra

=-n = CR:

Online Help _'+ | i ]
Description... | | N
Show [ ! ! ]
Replace b L —
Add Input k

Remove Input
Create Constant
Create Control
Create Indicator

Polymorphism for Cluster Functions

The Bundle and Unbundle functions do not show the datatype for their
individual input or output terminals until you wire objects to these
terminals. When you wire them, these terminals look similar to the
datatypes of the corresponding front panel control or indicator terminals.

Setting the Order of Cluster Elements

Cluster elements have a logical order that is unrelated to their positions
within the shell. The first object you insert in the cluster is element 0,
the second is 1, and so on. If you delete an element, the order adjusts
automatically. You can change the current order by selectingltister
Order... option from the cluster pop-up menu.

Clicking an element with the cluster order cursor sets the place of the
element in the cluster order to the number displayed inside the Tools
palette. You change this order by typing a new number into that field.
When the order is as you want it, click t&eter button to set it and exit
the cluster order edit mode. Click thebutton to revert to the old order.

The cluster order determines the order in which the elements appear as
terminals on the Bundle and Unbundle functions in the block diagram.

The Bundle By Name and Unbundle By Name functions give you more
flexible access to data in clusters. With these functions, you can access
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specific elements in clusters by name and access only the elements you
want to access. Because these functions reference components by name and
not by cluster position, you can change the data structure of a cluster
without breaking wires, as long as you do not change the name of or remove
the component you reference on the block diagram.

Cluster Function Descriptions

The following cluster functions are available.

Array To Cluster
Converts a 1D array to a cluster of elements of the same type as the array elements. Pop up
on the node or resize it to set the number of elements in the cluster. The default is nine.
The maximum cluster size for this function is 256.

array =], cluzter

Build Cluster Array
Assembles all theomponentinputs in top-down ordeénto an array of clusters of that
component If the input is four, single-precision, floating-point components, the output is a
four-element array of clusters containing one single-precision, floating-point number.
Element 0 of the array has the value of the top component, and so on.

artay of clusters of cornponent

Bundle

Assembles all the individual input components into a single cluster.

cluster
cnmpnnent%m
carmponent cluster
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Bundle By Name
Replaces components in an existing cluster. After you wire the node to a cluster, you pop up
on the name terminals to choose from the list of components of the cluster.

cluster
camponent 1 —— a1
cluster
cornponent 2 —name 2

You must always wire theluster input. If you are creating a cluster for a cluster indicator,
you can wire a local variable of that indicator to¢hester input. If you are creating a cluster

for a cluster control of a subVI, you can place a copy of that control (possibly hidden) on the
front panel of the VI and wire the control to ttlaster input.

Cluster To Array
Converts a cluster of identically typed components to a 1D array of elements of the same type.

cluster B} array!

Index & Bundle Cluster Array
Indexes a set of arrays and creates a cluster array in whii¢heteenent contains thé®
element of each input array.

array of ¥ Jm¥ =
array of y m array of cluster of ¢, , U, ., %;)

weed

-‘.|!"!"-:‘.|l=i o x o

This function is equivalent to the following block diagram and is useful for converting a
cluster of arrays to an array of clusters.
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Unbundle

Disassembles a cluster into its individual components.

cornpanent
I:]"'Et'alrI““EE:m:-mFu:-n-ent

Unbundle By Name
Returns the cluster elements whose names you specify. You select the element you want to
access by popping up on the name output terminals and selecting a name from the list of
elements in the cluster.

= [name 1 cornponent 1

cluster

" |name 2 component 2
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Comparison Functions

This chapter describes the functions that perform comparisons or
conditional tests.

The following illustration shows theéomparison palette that you access
by selecting-unctions»Comparison

s Functions |
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Comparison Function Overview

This section introduces the Comparison functions.

Boolean Comparison
The Comparison functions treat the Boolean value TRUE as greater than
the Boolean value FALSE.
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String Comparison

These functions compare strings according to the numerical equivalent of
the ASCII characters. Therefoee(with a decimal value of 97) is greater
thanA (65), which is greater than the numerg#8), which is greater than

the space characted?(). These functions compare characters one by one
from the beginning of the string until an inequality occurs, at which time
the comparison ends. For example, LabVIEW compares the sitiog)s
andabef until it findsc, which has a value less than the value.of

The presence of a character is greater than the absence of one. Therefore,
the stringabed is greater thaabc because the first string is longer.

The functions that test the category of a string character (for example, the
Decimal Digit? and Printable? functions) evaluate only the first character
of the string.

Numeric Comparison

Most of the Comparison functions test one input or compare two inputs
and return a Boolean value. The functions convert numbers to the same
representation before comparing them. Comparisons with a value of
not a number (NaN) return a value that indicates inequality.

Cluster Comparison

The Comparison functions compare clusters the same way they compare
strings, one element at a time starting with tHee@ment until an

inequality occurs. Clusters must have the same number of elements, of
the same type, and in the same order if you want to compare them.

Comparison Modes

Some of the Comparison functions have two modes for comparing arrays
or clusters. In th€ompare Aggregatesnode, if you compare two arrays

or clusters, the function returns a single value. Ibmpare Elements
mode, the function compares the elements individually. Then returns an
array or cluster of Boolean values. The following illustration shows the
two modes.
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Ext drray 1 e Arr’ags Eiua]?

=0l _E}

Ext drray 2 Elernent By Elernent Equalit
[ExT] _i>“‘“”‘ [TF]

You change the comparison mode by selediogpare Elementsor
Compare Aggregatesn the pop-up menu for the node, as shown in the
following illustrations.

Exct Array 1 [re Arrays Equal?]
[E=1]} [ el
1 —| Online Help
Description...
Show b
Ext drray 2 Replace 4
()

Array Tools b
Create Constant
Create Control
Create Indicator
Compare Aggreqgates |.

Exet ArFay 2 |E'Iement Ey Elernent Equa'litgl

P [Teel
[(ex}——L=niine Help

Description...
Show ]
Replace ]

Create Constant
Create Control

Create Indicator
Compare Elements |

When you compare two arrays of unequal lengths iiCtirapare
Elementsmode, LabVIEW ignores each element in the larger array whose
index is greater than the index of the last element in the smaller array.
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When you use th€ompare Aggregatesnode to compare two arrays, the
following occurs: (1) LabVIEW searches for the first set of corresponding
elements in the two inputs that differ, and uses those to determine the
results of the comparison. (2) If all elements are identical except that one
has more elements, LabVIEW considers the longer array to be greater than
the shorter array. (3) If no elements of the two arrays differ and the arrays
have the same length, the arrays are equal. Therefore, LabVIEW considers
the array [1, 2, 3] to be greater than the array [1, 2] and returns a single
Boolean value in th€ompare Aggregatesnode.

Arrays must have the same number of dimensions (for example, both
two-dimensional), and, for the comparison between multidimensional
arrays to make sense, each dimension must have the same size.

For clusters using theompare Aggregatesnode, LabVIEW compares
using cluster order. The two clusters LabVIEW compares must have the
same number of elements.

The Comparison functions that do not haveGloenpare Aggregates

or Compare Elementsmodes compare arrays in the same manner as
strings—one element at a time starting with tiee@ment until an
inequality occurs.

Character Comparison

You can use the functions that compare characters to determine the type of
a character. The following functions are character-comparison functions.

« Decimal Digit?

e Hex Digit?
e Lexical Class
e Octal Digit?

e Printable?
¢ White Space?

If the input is a string, the functions test the first character. If the inputis an
empty string, the result is FALSE. If the input is a number, the functions
interpret it as a code for an ASCII character.

See Appendix CGPIB Multiline Interface Messaggefor the numbers that
correspond to each ASCII character.
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Polymorphism for Comparison Functions

The functions Equal?, Not Equal?, and Select take inputs of any type, as
long as the inputs are the same type.

The functions Greater or Equal?, Less or Equal?, Less?, Greater?,

Max & Min, and In Range? take inputs of any type except complex, path,
or refnum, as long as the inputs are the same type. You can compare
numbers, strings, Booleans, arrays of strings, clusters of numbers, clusters
of strings, and so on. You cannot, however, compare a number to a string or
a string to a Boolean, and so on.

The functions that compare values to zero accept numeric scalars, clusters,
and arrays of numbers. These functions release Boolean values as output in
the same data structure as the input.

The Not A Number/Path/Refnum function accepts the same input types as
functions that compare values to zero. This function also accepts paths and
refnums. Not A Number/Path/Refnum outputs Boolean values in the same
data structure as the input. See ChapteFild Functions and Chapter 31,
Introduction to LabVIEW Instrument I/O Vifor more information about
these functions.

The functions Decimal Digit?, Hex Digit?, Octal Digit?, Printable?, and
White Space? accept a scalar string or number input, clusters of strings or
non-complex numbers, arrays of strings or non-complex numbers, and

so on. The output consists of Boolean values in the same data structure as
the input.

The function Empty String/Path? accepts a path, a scalar string, clusters of
strings, arrays of strings, and so on. The output consists of Boolean values
in the same data structure as the input.

You can use the Equal?, Not Equal?, Not A Number/Path/Refnum?, Empty
String/Path?, and Select functions with paths and refnums, but no other
comparison functions accept paths or refnums as inputs.

Comparison functions that use arrays and clusters normally produce
Boolean arrays and clusters of the same structure. You can pop-up and
change taCompare Aggregatesin which case the function releases a

single Boolean value as output. The function compares aggregates by
comparing the first set of elements to produce the output, unless the first
elements are equal, in which case the function compares the second set of
elements, and so on.
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Comparison Function Descriptions

The following Comparison functions are available.

Decimal Digit?
Returns TRUE ithar is a decimal digit ranging from 0 through 9. Otherwise, this function
returns FALSE.

char 82 digit?
Empty String/Path?
Returns TRUE istring/path is an empty string or path. Otherwise, this function returns
FALSE.
ztring/path l:% Empty?
Equal?

Returns TRUE ik is equal toy. Otherwise, this function returns FALSE.

Equal To 0?
Returns TRUE ik is equal to 0. Otherwise, this function returns FALSE.

X Eﬁ} w=107

Greater?
Returns TRUE ik is greater thag. Otherwise, this function returns FALSE.
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Greater Or Equal?
Returns TRUE ik is greater than or equal yoOtherwise, this function returns FALSE.

Greater Or Equal To 0?

Returns TRUE ik is greater than or equal to 0. Otherwise, this function returns FALSE.

Greater Than 0?
Returns TRUE ik is greater than 0. Otherwise, this function returns FALSE.

X @ w07

Hex Digit?
Returns TRUE ithar is a hex digit ranging from O through 9, A through F, or a through f.
Otherwise, this function returns FALSE.

char % e

In Range?
Returns TRUE ik is greater than or equallmand less thahi. Otherwise, this function

returns FALSE.
h’: .................. lo<=x < hi?

lo

Note This function always operates in theompare Aggregatesnode. To produce a
Boolean array as an output, you must execute this function in a loop structure.
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Less?

Returns TRUE ik is less thary. Otherwise, this function returns FALSE.

Less Or Equal?

Returns TRUE ik is less than or equal yo Otherwise, this function returns FALSE.

Less Or Equal To 0?

Returns TRUE ik is less than or equal to 0. Otherwise, this function returns FALSE.

Less Than 0?

X @ we=07

Returns TRUE ik is less than 0. Otherwise, this function returns FALSE.

Lexical Class

Returnsclass numberfor char.

char % clazz number

Table 9-1. Lexical Class Number Descriptions

Class
Number Lexical Class
0 Extended characters with a Command- or Option- key prefix
(codes 128 through 255)
1 Non-displayable ASCII characters (codes 0 to 31 excluding 9 throug
2 White space characters: Space, Tab, Carriage Return, Form Feed,
Newline, and Vertical Tab (codes 32, 9, 13, 12, 10, and 11, respect
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Table 9-1. Lexical Class Number Descriptions (Continued)

Class
Number Lexical Class
3 Digits 0 through 9
4 Uppercase characters A through Z
5 Lowercase characters a through z
6 All printable ASCII non-alphanumeric characters

Max & Min

Comparex andy and returns the larger value at the top output terminal and the smaller value
at the bottom output terminal.

% EENTEY rnas(x.y]
EE] | it .y]

Not A Number/Path/Refnum?
Returns TRUE ihumber/path/refnum is not a number (NaN), not a path, or not a refnum.
Otherwise, this function returns FALSE. NaN can be the result of dividing by 0, calculating
the square root of a negative number, and so on.

number/path/refnum [@? M atl /Path/R efnurn?

Not Equal?
Returns TRUE ik is not equal ty. Otherwise, this function returns FALSE.

Not Equal To 0?
Returns TRUE ik is not equal to 0. Otherwise, this function returns FALSE.

% i 4 1= 07
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Octal Digit?
Returns TRUE ithar is an octal digit ranging from 0 through 7. Otherwise, this function
returns FALSE.

char % octal?
Printable?
Returns TRUE ithar is a printable ASCII character. Otherwise, this function returns
FALSE.
char s printable 45117
Select

Returns the value connected totlgout orf input, depending on the valueff sis TRUE,
this function returns the value connected.tth s is FALSE, this function returns the value

connected td.
g %7 7 uf
F—

White Space?
Returns TRUE ithar is a white space character, such as Space, Tab, Newline,
Carriage Return, Form Feed, or Vertical Tab. Otherwise, the function returns FALSE.

char & gpace, hdv tab, or, If, {7
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Time, Dialog, and
Error Functions

This chapter describes the timing functions, which you can use to get the
current time, measure elapsed time, or suspend an operation for a specific
period of time. Error Handling also is covered in this chapter.

The following illustration shows thHEme & Dialog palette that you access
by selecting-unctions»Time & Dialog.

5 Functions 3|
Time & Dialog

mJHN
T =01
12:01

© MNational Instruments Corporation 10-1 LabVIEW Function and VI Reference Manual



Chapter 10 Time, Dialog, and Error Functions

Time, Dialog, and Error Functions Overview

This section introduces the Timing, Dialog, and Error functions.

Timing Functions

The Date/Time To Seconds and the Seconds To Date/Time functions have
a parameter calledte time rec,which is a cluster that consists of signed
32-bit integers in the following order.

Table 10-1. Valid Value of Elements for Date/Time Cluster

Element Valid Values

0 | (second) 0to 59

1| (minute) 0to 59

2 | (hour) Oto 23

3 | (day of month)| 1 tq 31 as output from the function; 1 to 366
as input

4 | (month) 1to12

5| (year) 1904 to 2040

6 | (day of week) | 1to 7 (Sunday to Saturday)

7 | (day of year) | 1to 366

8| (DST) 0 to 1 (O for Standard Time, 1 for Daylight
Savings Time)

The Wait (ms) and Wait Until Next ms Multiple functions make
asynchronous system calls, but the nodes themselves function
synchronously. Therefore, they do not complete execution until the
specified time has elapsed. The functions use asynchronous calls, so other
nodes can execute while the timing nodes wait.

Note Time values outside the range 2082844800 to 4230328447 seconds or 12:00 a.m.,
Jan. 1, 1970, Universal Time to 3:14 a.m., Jan. 19, 2038, Universal Time might not
convert to the same date on all platforms. This exception primarily exists on
Windows 3.x, which does not support dates prior to Jan. 1, 1970, Universal Time.
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Error Handling Overview

Every time you design a program, consider the possibility that something
can go wrong and, if it does, you should consider how your program can
manage the problem. LabVIEW automatically notifies you with a dialog
box only when a few run-time errors occur, mostly for file-dialog
operations. LabVIEW does not report all errors. If it reported all errors, you
would lose the flexibility to determine what to do when an error occurs and
how and when to inform the user of the error in your program.

Rigorous error checking, especially for 1/O operations (file, serial, GPIB,
data acquisition, and communication), is invaluable in all phases of a
project. This section describes three 1/O situations in which errors can
occur.

The first type of error can occur when you have initialized your
communications incorrectly or have written improper data to your external
device. This type of problem usually occurs during program development
and disappears once you finish debugging your program. However, you can
spend a lot of time tracking down a simple programming mistake because
you have not incorporated error checks. Without error checks, you only
know that your program does not work. You do not know why the error
occurred or where it is.

The second type of error can occur because your external device might be
powered off, broken down, or otherwise unable to complete its normal
tasks. This type of problem can occur at any time, but if you have
incorporated error checking, your program notifies you immediately

when such operational failures occur.

The third kind of error can occur when you upgrade LabVIEW or your
operating system software and you notice a bug in either a G program or a
system program. This type of error means you should check errors that you
might have felt safe ignoring, such as those from functions that close files
or clear DAQ operations. Be sure to check all I/O operations for errors.

It might seem easier to ignore error checking when you must add error
handling code to test and report errors. The Vs described here are designed
to make it easier for you to create programs with error checking and
handling.

G functions and library VIs return errors in one of two ways—uwith numeric
error codes or with an error state cluster. Typically, functions release output
error codes while VIs incorporate the error cluster, usually within a
framework called error input/output (error 1/O).
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Error 1/0 and the Error State Cluster

The concept of error I/O is logical for the G dataflow architecture. If data
information can flow from one node to another, so can error state
information. Each node that needs information about errors tests the
incoming error state and responds appropriately. If no error exists, the node
executes normally. If an error does exist, the node detects an error, skips
execution, then passes its error state out to the next node, which responds
in the same way. In this fashion, notice of the first error that occurs in a
sequence of operations is passed through all the nodes, with each node
responding to the error. At the end of the flow, your program reports the
error to the user.

Error 1/0 has an additional benefit—you can use it to control the execution
order of independent operations. While you can use the DAQ taskID to
control the order of DAQ operations for one group, you cannot use it to
control the order for multiple groups. The DAQ taskID does not work with
other types of I/O operations such as file operations.

The following diagram from the File Utility VRead Characters From
File.vi , shows how error I/O is implemented in a simple VI.

{F—=1| [new file path (Not&Path if cancelled)]
......{ character string

||:-r-:-mpt|ll3hc-use file to read.

|cu:-nt1'nue or stop ressage on an error|

[fite path (dialog if erpty)]

Read File+ (ztring).vi General Error Handler i

=

Close Filet vi

oz mode Crel. to begin)|J0)

[rark after read (chars.)|

[start of read offset (chars.: 00 [(T22]

filg =ize

nurnber of characters Call:-13j[132 %}—

The operation starts @pen File+.vi . If it opens the file successfully,
ReadFile+(string).vi reads the file andloseFile+.vi closes the
file. If you pass in an invalid patpen File+.vi detects the error and
passes the error state through the other two VIs to the General Error
Handler, which reports it. Notice that the only presence of error handling
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on this block diagram is the error wire and the General Error Handler. It is
neither cumbersome nor distracting.

The error state consists of three pieces of information that are combined
into the error cluster. Thetatusis a Boolean value—TRUE if an error
exists, FALSE if it does not. Theodeconsists of a signed 32-bit integer
that identifies the error. A non-zero ergmdecoupled with a FALSE
errorstatus signals a warning rather than a fatal error. For example, a
DAQ timeout event (code 10800) typically is reported as a warning. The
sourceconsists of a string that identifies where the error occurred.

Theerror in anderror out state clusters for thepen File+.vi , Where
the error shown in the preceding example originated, are shown in the
following illustration. Theerror in cluster, whose default valueris

error does not need to be wired if it is the first in the chain.

ernor in [no eror) error out

shatuis code shatus code
no errar I g ] o errar I |EI

FOLICE FOLMCE

J i

You can find theerror in anderror out clusters by selecting
Controls»Array & Cluster on the front panel.

The following illustration shows the message you receive from the General
Error Handler if you pass an invalid path.

Error 7 occurred at Open File in
Untitled 2.

Possible reasons:
LabUIEWD: File not found.
GPIB ENEB: Mon-existent board.

“
L ]
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The General Error Handler is one of the three error-handling utility VIs.

It contains a database of error codes and descriptions, from which it creates
messages like the previous one. The Simple Error Handler performs the
same basic operation but has fewer options. The third VI, Find First Error,
creates the error I/O cluster from functions or VIs that output only scalar
error codes.

Time and Dialog Function Descriptions

The following Time and Dialog functions are available.

Date/Time To Seconds
Converts a cluster of nine, signed 32-bit integers assumed to specify the local time (second,
minute, hour, day, month, year, day of the week, day of the year, and Standard or Daylight
Savings Time) in the configured time zone for your computer into a time-zone-independent
number ofsecondghat have elapsed since 12:00 a.m., Friday, January 1, 1904,
Universal Time.

date time rec seconds

The day of week, day of year, and DST integers are ignored. If any of the other integers are
out of the ranges specified in Table 10-1, the results are unpredictable.

When used as an integer, the day of month integer has a valid range of 1 to 366. Thus, you
can specify Julian dates by setting the month to January and the current day to the day of the
year. For example, use January 150 for théh]dﬂy of the year.

Format Date/Time String Function
Gives you the ability to display the date and time in a format you specify.

time format string [%c) EEd 1 . .
01
geconds [how] 10l datedtime sting

Thedate/time stringis determined from th&econds (now)which is the number of seconds
since 12:00 a.m., January 1, 1904, Universal Timetiarelformat string is the format of
the output string.

If secondsds not wired, the current time is usedinie format string is not wired, the default
is %¢ which corresponds to the date/time representation appropriate for the current locale.
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The Format Date/Time String function calculadese/time string by copyingtime format
string and replacing each of the format codes with the corresponding values in the following

table.
Table 10-2. Format Codes for the Time Format String
Format Code Value
%% a single percent character
%a abbreviated weekday name (e.g. Wed)
%A full weekday name (e.g. Wednesday)
%b abbreviated month name (e.g. Jun)
%B full month name (e.g. June)
%c locale’s default date and time representation
%d day of month (01-31)
%H hour (24-hour clock) (00-23)
%l hour (12-hour clock) (01-12)
%j day number of year (001—-366)
%m month number (01-12)
%M minute (00-59)
%p AM or PM flag
%S seconds (00-59)
%U week number of the year (00—53), with Sunday as the first day of
the week
%W weekday as a decimal number (0-6), with O representing Sunday
%W week number of the year (00—53), with Monday as the first day of
the week
%X date representation of locale
%X time representation of locale
%y year within century (00—99)
%Y year, including the century (for example, 1997)
%Z time zone name or abbreviation

© MNational Instruments Corporation 10-7 LabVIEW Function and VI Reference Manual



Chapter 10 Time, Dialog, and Error Functions

Characters appearing time format string that are not part of a format code are copied to
the output string verbatim. Time format codes (beginning %itihat are not recognized
output the character literally.

Time format codes always have leading zeros as necessary to ensure a constant field width.
An optional# modifier before the format code letter removes the leading zeros from the
following format codes:

%#d, %#H %#|, %#j, YoM %HEM %HS %o#S Yol Yoty YoH WX Yoiy, Yo#tY
The # modifier does not modify the behavior of any other format codes.

Note The %c %x %X and%zformat codes depend on operating system locale support;
the output of these codes is platform dependent. Interpretation of the Daylight
Savings Time rule also can vary per platform.

Get Date/Time In Seconds

Returns a time-zone independent number containing the number of seconds that have elapsed
since 12:00 a.m., Friday, January 1, 1904, Universal Time.

seconds since 1Jan13904

Get Date/Time String
Converts a time-zone independent number calculated to be the number of seconds that have
elapsed since 12:00 a.m., Friday, January 1, 1904, Universal Time, to a date and time string
in the configured time zone for your computer.

date farmat [0] —
geconds [now)
waht seconds? [F] -

date string
time ztring

T

s [0

One Button Dialog Box
Displays a dialog box that contains a message and a single buttdsut@irename control
is the name displayed on the dialog box button.

meszage m__: ................
buttan name [MOK"] wmneeeend T
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Seconds To Date/Time
Converts a time-zone-independent number calculated to be the numnsbeonfighat have
elapsed since 12:00 a.m., Friday, January 1, 1904, Universal Time, to a cluster of nine, signed
32-bit integers that specify the local time (second, minute, hour, day of the month, month,
year, day of the week, day of the year, and Standard or Daylight Savings Time) in the
configured time zone for your computer. The Standard or Daylight Savings time parameter
is set according to the operating system setting for Daylight Savings and indicates whether
the date/time cluster was adjusted due to Daylight Savings Time.

zeconds [now] date time rec

Tick Count (ms)
Returns the value of the millisecond timer. The base reference time (millisecond zero)
is undefined; therefore, you cannot conveilisecond timer valueto a real-world time
or date. Be careful when you use this function in comparisons because the value of the
millisecond timer wraps fror23?-1 t0 0.

rilizecond bimer value

Two Button Dialog Box

Displays a dialog box that containe@ssageand two buttonsl button nameandF button
name are the names displayed on the buttons of the dialog box.

message T
T button name ['OK"] T T buttan?
F button name ["Cancel"] "

Wait (ms)

Waits the specified number of milliseconds then returns the value of the millisecond timer.

milhizeconds to wait millizecond timer value
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Wait Until Next ms Multiple

Waits until the value of the millisecond timer becomes a multiple of the speuifiescond
multiple. Use this function to synchronize activities. You can call this function in a loop
to control the loop execution rate. However, it is possible that the first loop period might
be short.

millizecond multiple millizecond timer value

Error Handling VI Descriptions

The following Error Handling Vs are available.

Find First Error

Tests the error status of one or more low-level functions or subVIs that produce a numeric
error code as output.

Firud 7
el codes find BIrors
ermar in [ho ermar] Error &rror out

SOUNCE meszages

If this VI finds an error, it sets the parameters irgitier out cluster. You can wire this cluster
to the Simple or General Error Handler to identify the error and describe it to the user.

The following illustration shows how you can use Find First Error in the example VI Write
Binary File. Find First Error creates the error cluster from individual error numbers, and
Simple Error Handler reports any errors to the user.

IEnter Fi1ename}!

ermit Fead, deny write|

Write Filel |Clase File
- FILE CLOSE?
lect fileff1 =
Select new 1118 - AT

Find First Error.wi| [Simple Error Handler vi

Find
First
Errar

-t

[ |

+*
1

I

-+

Array of DEL

write Binary File :Mew File
‘Write Binaty File Mwrite File
‘write Binary File :Close File
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General Error Handler

Determines whether an error has occurred. If an error has occurred, this VI creates a
description of the error and optionally displays a dialog box.

[uzer-defined dezcrptionz]

[uzer-defined codez]
[eror code] (0] o, error?

[error source] [~ 914+ ) E....L.. code aut

twpe of dialog [OK mzg:1] f ‘“ﬂ goLrce out

error in [no ermor| message
[Exception action] [nane: 0] errar oLk
[Emception code]
[exception zource]

Simple Error Handler

Determines whether an error has occurred. If it finds an error, this VI creates a description of
the error and optionally displays a dialog box.

o code [no errar 0] F— erary

ermor gource [~ Ky L code out
twpe of dialog [OF meg:1] fw% goUrce ouk

ermar in [ho ermar] &ror out
meszage

Simple Error Handler calls General Error Handler and has the same basic functionality as
General Error Handler, but with fewer options.
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File Functions

This chapter describes the low-level Vis and functions that manipulate
files, directories, and paths. This chapter also describes file constants and
the high-level file Vls.

You access these functions, constants, and VIs by selecting
Functions»File I/0.

s Functions |
File 10

123

(]
el
w

TheFile I/O palette includes the following subpalettes:
» Advanced File Functions

* Binary File VIs

»  Configuration File VIs

* File Constants

For examples of File functions and Vls, ssamples\file
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File 1/0 VI and Function Overview

This section introduces the high-level and low-level file VIs, and the File
functions.

High-Level File Vis

You can use the high-level file VIs to write or read the following types
of data:

e Strings to text files

e One-dimensional (1D) or two-dimensional (2D) arrays of
single-precision numbers to spreadsheet text files

e 1D or 2D arrays of single-precision numbers or signed word integers
to byte stream files

The high-level file Vis described here call the low-level file functions to
perform complete, easy-to-use file operations. These VIs open or create a
file, write or read to it, and close it. If an error occurs, these Vis display a
dialog box that describes the problem and gives you the option to halt
execution or to continue.

The high-level file Vis are located on the top row of the palette and consist
of the following VIs:

* Binary File ViIs—located in the subpalette
* Read Characters from File

¢ Read from Spreadsheet File

¢ Read Lines from File

*  Write Characters to File

¢ Write to Spreadsheet File

Low-Level File VIs and File Functions

The low-level file VIs and functions perform one file operation at a time.
These Vls and functions perform error detection in addition to their other
functions. The most commonly used low-level file functions and Vls are
located on the second row of the palette. The remaining low-level functions
are located in thAdvanced File Functionssubpalette.

The principal low-level file operations involve a three-step process. First,
you create or open a file. Then you write data to the file or read data from
the file. Finally, you close the file. Other file operations include creating
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directories; moving, copying, or deleting files; flushing files; listing
directory contents; changing file characteristics; and manipulating paths.

When creating or opening a file, you must specify its location. Different
computers describe the location of files in different ways, but most
computer systems use a hierarchical system to specify the location of files.
In a hierarchical file system, the computer system superimposes a hierarchy
on the storage media. You can store files inside directories, which can
contain other directories.

When you specify a file or directory in a hierarchical file system, you must
indicate the name of the file or directory, as well as its location in the
hierarchy. In addition, some file systems support the connection of multiple
discrete media, called volumes. For example, Windows systems support
multiple drives connected to a system; for most of these systems, you must
include the name of the volume to create a complete specification for the
location of a file. On other systems, such as UNIX, you do not need to
specify the storage media locations for files because the operating system
hides the physical implementation of the file system from you.

The method of identifying the target of a file function varies depending on
whether the target is an open file. If the target is not an open file, or if it is
a directory, you specify a target using gagh of the target. The path
describes the volume containing the target, the directories between the
top-level and the target, and the name of the target. If the target is an open
file, you use dile refnumto identify the file to be manipulated. The file
refnum is an identifier associated with the file when you open it. When you
close the file, the file manager dissociates the file refnum from the file.

In other words, the refnum is obsolete once the file is closed.

Refer to the.abVIEW Online Tutorial: Introduction to LabVIE¥r more
information on path specification in G and for file function examples.

Byte Stream and Datalog Files

G can make and access two types of files—byte stream and datalog files.

A byte streanfile, as the name implies, is a file whose fundamental unit is

a byte. A byte stream file can contain anything from a homogeneous set
of one G datatype to an arbitrary collection of datatypes—characters,
numbers, Booleans, arrays, strings, clusters, and so on. An ASCI| text file,
a file containing this paragraph, for example, is perhaps the simplest byte
stream file. A similar byte stream file is a basic spreadsheet text file, which
consists of rows of ASCIl numbers, with the numbers separated by tabs and
the rows separated by carriage returns.
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Another simple byte stream file is an array of binary 16-bit integers or
single-precision, floating point numbers, which you acquire from a data
acquisition (DAQ) program. A more complicated byte stream file is one in
which an array of binary 16-bit integers or single-precision, floating point
numbers is preceded by a header of ASCII text that describes how and when
you acquired the data. That header could alternatively be a cluster of
acquisition parameters, such as arrays of channels and scale factors, the
scan rate, and so forth.

An Excel worksheet file, as opposed to an Excel text file, is also a more
complicated form of byte stream file because it contains text interspersed
with Excel-specific formatting data that does not make sense when you
read it as text. In summary, you can make a byte stream file that consists of
one each of all of the G datatypes. Byte stream files can be created using
high-level File Vis and low-level File ViIs and functions.

A datalogfile, on the other hand, consists of a sequence of
identically-structured records. Like byte stream files, the components of a
datalog record can be any G datatype. The difference is that all the datalog
records must be the same type. Datalog files can only be created using
low-level file functions.

You write a byte stream file typically by appending new strings, numbers,

or arrays of numbers of any length to the file. You can also overwrite data
anywhere within the file. You write a datalog file by appending one record

at a time. You cannot overwrite the record.

You read a byte stream file by specifying the byte offset or index and the
number of instances of the specified byte stream type you want to read. You
read a datalog file by specifying the record offset or index and the number
of records you want to read.

You use byte stream files typically for text or spreadsheet data that other
applications may need to read. You can use byte stream files to record
continuously acquired data that you need to read sequentially or randomly
in arbitrary amounts. You use datalog files typically to record multiple test
results or waveforms that you read one at a time and treat individually.
Datalog files are difficult to read from non-G applications.

Flow-Through Parameters

Many file functions contaiflow-throughparameters, which return the

same value as an input parameter. You can use these parameters to control
the execution order of the functions. By wiring the flow-through output of
the first node you want to execute to the corresponding input of the next

LabVIEW Function and VI Reference Manual 11-4 © MNational Instruments Corporation



Chapter 11 File Functions

node you want to execute, you create artificial data dependency. Without
these flow-through parameters, you would often have to use Sequence
structures to ensure that file I/O operations take place in the correct order.

Error 1/0 in File 1/0 Functions

G uses error /O clusters, consistingeafor in anderror out, in all of its

file 1/O functions. With error 1/O clusters you can string together several
functions. When an error occurs in a function, that function passes the error
along to the next function. When the error passes to subsequent functions,
the subsequent function does not execute and passes the error along to the
following function, and so on. The following illustration displays an

example of therror in anderror out clusters.

[pattern]

prarnpt

file path

start path (Mot & Path)
function (open :0)
error in {not an error)
default name

adwvisory dialog? (display :T)

refnum

new file path
file zize (bytes)
error out

Although the error I/O clusters specify whether an error has occurred, you
may want to use error handlers to report the error to the user. For more
information on error I/O, see Chapter Tdmne, Dialog, and

Error Functions in this manual.

Permissions

Some of the file functions have a 32-bit integer parameter called
permissionsor new permissions These functions use only the least
significant nine bits of the 32-bit integer to determine file and directory
access permissions.

(Windows) The permissions are ignored for directories. For files, only bit 7
(the UNIX user write permission bit) is used. If this bit is clear, the file is
read-only. Otherwise, you can write to the file.

(Macintosh) All 9 bits of permissions are used for directories. The bits
that control read, write, and execute permissions, respectively, on a
UNIX system are used to control See Files, Make Changes, and

See Folders access rights, respectively, on the Macintosh. For files, only
bit 7 (the UNIX user write permission bit) is used. If this bit is clear, the
file is locked. Otherwise, the file is not locked.
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(UNIX) The nine bits of permissions correspond exactly to the nine UNIX
permission bits governing read, write, and execute permissions for users,
groups, and others. The following illustration shows the permission bits on
a UNIX system.

uset group others

permizsion R

bit 31 grye343210

r - read permission
W - Write permission
% - eRacUte permission

File 1/0 Function and VI Descriptions

The following functions and VIs are available from Hike I/O palette.

Build Path

Creates a new path by appending a name (or relative path) to an existing path.

baze path m:t
name or relative path

appended path

Close File
Writes all buffers of the file identified iefnum to disk, updates the directory entry of the
file, closes the file, and voidsfnum for subsequent file operations.

f KLISE- th
e nm.n . pa
EITar in 1, errar out
Note The Close File VI handles error 1/O differently than other file functions;

it executes even when i&ror in indicates that an error has occurred in a
preceding function.
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Open/Create/Replace File

Opens an existing file, creates a new file, or replaces an existing file, programmatically or
interactively using a file dialog box. You can optionally specify a diptognpt, default file
name start path, or filter pattern. Use this VI with the Write File or Read File functions.

[pattern]

prampt

file path

start path (Mot & Path)
function [open:0)
error in (not an error)
default name

advizsory dialog? (display :T)

refnum

new file path
file size [bytes)
error out

Read Characters From File

Reads a specified number of characters from a byte stream file beginning at a specified
character offset. The VI opens the file before reading from it and closes it afterwards.

CDFI"."E”: ED'? [r'ICI:F] ..........................
file path [dialog if empty] | Ebe... niew file path [MaotsPath it
number of characters [all-1] — _T * character zting

gtart of read offzet [chars... T mark after read [chars.)
rmrrrnrnmrm——— EDF‘?

Read File

Reads data from the file specified f@fnum and returns it idata. Reading begins at a
location specified bpos modeandpos offsetand depends on the format of the specified file.

corvert enl [F]
it mode [F]
refnum i dup refrium
pos made [0 2] = data
pos offget [I_:I] f = B offzet
efrar in efrar ot
caunk
byte stream type semmm—m——

Reading Byte Stream Files

If refnum is a byte stream file refnum, the Read File function reads data from the byte stream
file specified byrefnum. You can wire eitheline modeor byte stream typewhen you read

byte stream files, but you cannot wire both. If you do not te streamtype, Read File
assumes the data that begins at the designated byte offset is a string of characters. If you wire
byte stream type the function interpretdata starting at the designated byte offset to be

count instances of that type. Following the read operation, the function sets the file mark to
the byte following the last byte read. If the function encounters end of file before reading all
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of the requested data, it returns as many whole instances of the dediytattdeam type
as it finds.

Reading Characters

To read characters from a byte stream file (typically a text file), do not wike/testream
type. The following paragraphs describe the manner in whichirtbenode count, convert
eol, anddata parameters function when reading from a byte stream file.

line mode, in conjunction withcount, determines when the read stops.

If line modeis TRUE, and if you do not wireount or count equals 0, Read File reads until it
encounters an end of line marker—a carriage return, a line feed, or a carriage return followed
by a line feed, or it encounters end of fildine modeis TRUE, anccount is greater than O,

Read File reads until it encounters an end of line marker, it encounters end of file, or it reads
count characters.

If line modeis FALSE, Read File read®unt characters. In this case, if you do not wire
count, it defaults to Oline modedefaults to FALSE.

convert eol (F)determines whether the function converts the end of line markers it reads into
G end of line markers. The system-specific end of line marker is a carriage return followed
by a line feed on Windows, a carriage return on Macintosh, and a line feed on UNIX. The
G end of line marker is a line feed.

If convert eolis TRUE, the function converts all end of line markers it encounters into line
feeds. Ifconvert eolis FALSE, the function does not convert the end of line markers it reads.
convert eoldefaults to FALSE.

data is the string of characters read from the file.

Reading Binary Data

To read binary data from a byte stream file, wire the type of the dajdestream type
In this casegcount, anddata function in the manner described in the following paragraphs,
and you do not have to wilime modeor convert eol

byte stream typecan be any datatype. Read File interprets the data starting at the designated
byte offset to beount instances of that type. If the type is variable-length, that is, an array,

a string, or a cluster containing an array or string, the function assumes that each instance of
the type contains the length or dimensions of that instance. If they do not, the function
misinterprets the data. If Read File determines that the data does not match the type, it sets
the value oflata to the default value for its type and returns an error.

count is the number of instancesofte stream typeto read. Ifcount is unwired, the
function returns a single instancelgfte stream type
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If you wire count, it can be a scalar number, in which case the function returns a 1D array of
instances obyte stream type Or it can be a cluster of N scalar numbers, in which case the
function returns an N-dimension array of instancdsyté stream type

If the wiredcount is a scalar number and thgte stream typeis something other than an

array, the function returns that number of instances in a 1D array. For example, if the type is

a single-precision, floating point number awmdintis 3, the function returns an array of three,
single-precision, floating point numbers. However, if the type is an array, the function returns
the instances in a cluster array, because G does not have arrays of arrays. Therefore, if the type
is an array of single-precision, floating point numbers@nmat is 3, the function returns a

cluster array of three, single-precision, floating point number arrays.

If the wiredcount is a cluster of N numbers, the function returns an N-dimension array of
instances of the type. The size of each dimension is the value of the corresponding number
according to its cluster order. The number of instances returned in this manner is the product
of the N numbers. Thus, you can return 20, single-precision, floating point numbers as a

2D array of two columns and 10 rows by wiring a two-element cluster with element 0 = 2 and
element 1 = 10 toount.

data contains the data read from the file. Refer to the previous descriptionmtfor an
explanation of the structures data can have.

Reading Datalog Files

If refnum is a datalog file refnum, the Read File function reads records from the datalog file
specified byrefnum. If the data in the file does not match the datatype associated with the
datalog file, this function returns an error.

The number of records read can be less than specifismlioyif this function encounters the
end of the file. The function sets the file mark to the record following the last record read.
(You should never encounter a partial record; if you do, the file is corrupt.)

Do not wireconvert eol line mode, andbyte stream type They do not pertain to datalog
files. Thecount anddata parameters function in the following manner.

countis the number of records to read and may be wired or unwired. If you do nobwire

the function returns a single record of the datalog type specified when the file is created or
opened. For example, if the type is a 16-bit integer, the function returns one 16-bit integer.
If the type is an array of 16-bit integers, the functions returns one array of 16-bit integers.
(Your records typically consist of clusters of diverse elements, but the rules for simple types
used in these examples apply to those as well.)

If you wire count, it can be a scalar number, in which case the function returns a 1D array of
records. Or it can be a cluster of N scalar numbers, in which case the function returns an
N-dimension array of records.
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If the wiredcount is a scalar number, and the datalog type is something other than an
array, the function returns that number of records in a 1D array. For example, if the type

is a single-precision, floating-point number ar@iint is 3, the array contains three,
single-precision, floating-point numbers. However, if the type is an array, the function returns
the records in a cluster array because G does not have arrays of arrays. Therefore, if the
datalog type is an array of single-precision, floating-point numbersant is 3, the

function returns a cluster array of three, single-precision, floating-point number arrays.

If the wiredcount is a cluster of N numbers, the function returns an N-dimension array of
records. The size of each dimension is the value of the corresponding number according to its
cluster order. The number of records returned in this manner is the product of the N numbers.
Therefore, you can return 20 records as a 2D array of two columns and ten rows by wiring a
two-element cluster with element O = 2 and element 1 = t0uat.

Read From Spreadsheet File

Reads a specified number of lines or rows from a numeric text file beginning at a specified
character offset and converts the data to a 2D, single-precision array of numbers. Optionally,
you can transpose the array. The VI opens the file before reading from it and closes it
afterwards. You can use this VI to read a spreadsheet file saved in text format. This VI calls
the Spreadsheet String to Array function to convert the data.

format [%. 3] rie file path [Mak A Path...
file path [dialog if ermpty] all roves

rumber of rows [all-1] Firgt roms
zhart of read offzet [chars... rark. after read [chars.]
maw charactersrow [no lin... EOF?

tfanSpDSE [r'll:l: F] ......................
delimiter [T ah)

Read Lines From File

Reads a specified number of lines from a byte stream file beginning at a specified character
offset. The VI opens the file before reading from it and closes it afterwards.

file path (dialog if empiy) new file path (Mot & Pathi...
number of lines (all:—-1) ";z. t--Tine string
start of read offzet (chars... = . mark after read (chars.)
[mmax characters per line] ...
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Strip Path

Returns themame of the last component of a path and ¢shvgpped path that leads to that

component.
EQ:; stripped path
narme

path

Write Characters To File

Writes a character string to a new byte stream file or appends the string to an existing file.
The VI opens or creates the file before writing to it and closes it afterwards.

file path (dialog if empty) new file path (Mot & Path if cancelled)
character string

append to file? (new file:F)

Write File
Writes data to the file specified logfnum. Writing begins at a location specified by
pos modeandpos offsetfor byte stream file and at the end of file for datalog filieda,
header, and the format of the specified file determine the amount of data written.

corerh gl [ ey

header [F) -
refnum FILE dup refrum
pos mn?fe [D:[E% _,—-' offset
poz offeet L= error out
Efrar in mr
it mm—

Writing Byte Stream Files

If refnum is a byte stream file refnum, the Write File function writes to a location specified
by pos modeandpos offsetin the byte stream file specified bgfnum. If the top-level

datatype oflata is of variable length (that is, a string or an array), Write File can write a
headerto the file that specifies the size of the data. Write File sets the file mark to the byte
following the last byte writterconvert eoldetermines whether the function converts the
end-of-line markers it writes into system-specific end-of-line markers. You canomivert
eolonly if data is a string. The system-specific end-of-line marker is a carriage return
followed by a line feed on Windows, a line feed on UNIX, and a carriage return on Macintosh.
If headeris true, Write File ignoresonvert eol
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Writing Datalog Files

If refnum is a datalog file refnum, the Write File function writes data as records to the datalog
file specified byrefnum. Writing always starts at the end of the datalog file (datalog files

are append-only). Write File sets the file mark to the record following the last record written.
The convert eol header, pos mode andpos offsetparameters do not apply with datalog

files, and you cannot wire them. THata parameter functions in the following manner for
datalog files.

data must be either a datatype that matches the datatype specified when you open or create
the file, or an array of such datatypes. In the former case, this function dattess a single

record in the datalog file. Representation of numeric data is coerced to the representation of
the datatype if necessary. In the latter case, this function writes each elehztat ax a

separate record in the datalog file in row-major order.

Write To Spreadsheet File

Converts a 2D or 1D array of single-precision (SGL) numbers to a text string and writes the
string to a new byte stream file or appends the string to an existing file. You can optionally
transpose the data. This VI opens or creates the file before writing to it and closes it
afterwards. You can use this VI to create a text file readable by most spreadsheet applications.
This VI calls the Array to Spreadsheet String function to convert the data.

Format [, 3f] wrnennnenenny
file path [dialog if empty] (B } niew file path [Mak & Pathi..

F
20 data _|_kaqu

tfanSpDSE? [nD:F] ......................... .-
delirniter [T ab)

Binary File VI Descriptions

The following VIs are available from th&inary File VIs subpalette.

! Binary File Vls X

EliEs

st ]

j
TITE Ill‘_Ehl SEL
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Reads a 2D or 1D array of data from a byte stream file of signed, word integers (116). The VI
opens the file before reading from it and closes it afterwards. You can use this VI to read
unscaled or binary data acquired from data acquisition VIs and written to a file with Write To

116 File.

20 number of rows

dup refrumm
2D data

refnum

pos mode (rel. to mark:2)
pos offset (bytes:0)
error in (no error)

1D data

mark after read (bytes)
error out

EQF 7

20 number of columns F1D count

Read From SGL File

Reads a 2D or 1D array of data from a byte stream file of single-precision numbers (SGL).
The VI opens the file before reading from it and closes it afterwards. You can use this VI
to read scaled data acquired from data acquisition VIs and written to a file with Write To

SGL File.

file path [dialog if empty]

20 number af roves

rumber of columnz/ 10 cou,..
start of read offzet [hytes0]

-t file path Mok & Pathi.
;B 200 aray

10 array

rnark, after read [bytes]
EOF?

Write To 116 File

Writes a 2D or 1D array of signed word integers (116) to a new byte stream file or appends
the data to an existing file. The VI opens or creates the file before writing to it and closes it
afterwards. You can use this VI to write unscaled or binary data from data acquisition VIs.

file path [dialog if emply] Fiz
20 anay = — e
10 anray —IFH'E‘

mew file path (Mot & Path i,
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Write To SGL File

Writes a 2D or 1D array of single-precision numbers (SGL) to a new byte stream file or
appends the data to an existing file. The VI opens or creates the file before writing to it and
closes it afterwards. You can use this VI to write scaled data from data acquisition VIs without
changing the representation.

file path (dialeg i;[;!r::‘-:ga 123 new file path (Mot & Path if cancelled)

1D array —'_SH
append to file? (new file :F) - ’

Advanced File Function Descriptions

The following functions are available on tAdvanced File Functionssubpalette.

ii»! Advanced File Functions |

* +

SR eor| | [0 seen

OFEH][" tm-:m- FILE FILE
= =

]

pEI

FILE

,,
z
m
[

i
B
(&
3
AT

]

-

R

&) e [E
BEES

3

o m
B

mEL M LS 1] | [mEw
A | |l

cop

i

Access Rights

Sets and returns the owner, group, and permissions of the file or directory speqiféh.by
If you do not specifjnew owner, new group, or new permissions this function returns the
current settings unchanged.

path dup path
FiEs) Qe FILE CWMETET
MEW groLp "'E_I_ E graup
NEw PEFTIESI0NS mj‘“ PEIMISEI0NS
eI in error aut

LabVIEW Function and VI Reference Manual 11-14 © MNational Instruments Corporation



Chapter 11 File Functions

(Windows) The Access Rights function ignomesw ownerandnew groupand returns empty
strings forowner andgroup because Windows does not support owners and groups.

(Macintosh) If path refers to a file, the Access Rights function igneres ownerandnew
group and returns empty strings fowner andgroup because Macintosh does not support
owners or groups for files.

Array Of Strings To Path
Convertsarray of strings into a relative or absoluteath.
rElEIti"."E ........................
array of stnngs T ) path

Copy
Copies the file or directory specified bgurce pathto the location specified ligrget path.
If you copy a directory, this function copies all its contents recursively.
source path [copy[* hew path
target pat_h ‘@:@ -------- efrar ouk
Errar 1
Delete
Deletes the file or directory specified pgth. If path specifies a directory that is not empty
or if you do not have write permission for both the file or directory specifighthyand its
parent directory, this function does not remove the directory and returns an error.
path [DEL [ dup path
EI1ar if ‘.EI efror auk
EOF

Sets and returns the logical EOF (end-of-file) of the file identifiegtinum. pos modeand

pos offsetspecify the new location of the EOF. If you do not spegify modeor pos offsetf

this function returns the current unchanged EOF. This function always returns the location of
the EOF relative to the beginning of the file.

refnum FLE dup reftium
pos rode [0:1] - o f offzet
pog offeet [I_ZI] f L errar auk
&Irar i
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You cannot set the EOF of a datalog filerefinum identifies a datalog file, you cannot wire
pos modeandpos offset However, you still can get the EOF of a datalog file, which tells you
how many records exist in the file.

File Dialog
Displays a dialog box with which you can specify the path to a file or directory. You can use
this dialog box to select existing files or directories or to select a location and name for a new
file or directory.

prompk meeeseeeoeny
ghart path path
select mode (2] - % """""" - epists
default narme wj""" """"" e cancelled
pattern
datalog hype s

File/Directory Info

Returns information about the file or directory specifiegath, including itssize its last
modification date, and whether it is a directory.

_, ..................... difEDth_'.-'
path FILE dup path

. 1] == 3lze
Error I s==m=f= 5 I a3t mod
errar out

Flush File

Writes all buffers of the file identified mefnum to disk and updates the directory entry of
the file associated wittefnum. The file remains open, amefnum remains valid.

refnum " dup refrum

20T i 1 errar aut

Data written to a file often resides in a buffer until the buffer fills up or until you close the file.
This function forces the operating system to write any buffer data to the file.

LabVIEW Function and VI Reference Manual 11-16 © MNational Instruments Corporation



Chapter 11 File Functions

List Directory
Returns two arrays of strings listing the names of all files and directories fodirddtory
path, filtering both arrays based uppattern and filtering thedile namesarray based upon
the specifiedlatalog type

directory path y Tl fl:_|||.4|:| directory path
pattern e flle narnes
datalog type f@% directary names
&frar in errar out

Lock Range
Locks or unlocks a range of a file specified&fnum. Locking a range of a file prevents both
reading and writing by other users, overriding permissions for the file, and the deny mode
associated witihefnum. See thé=ile 1/0 VI and Function Overviewection in this chapter
for a full discussion of permissions. Unlocking a range of a file removes the override caused
by locking a range, so that the file’s permissions and the deny mode associatredihwith
determine whether other users can read from or write to that range of the file.

= ||:":k [F] ......................

refnum —rie[@
J— g dup refrum

pos mode [0:2] =
pos offset [0] f E 8 errar ot
Efrar in

count

You cannot lock a range of a datalog file.

Move
Moves the file or directory specified kpurce pathto the location specified lgrget path.

source path
target path -
EFror in ==

new path
errar out

New Directory
Creates the directory specified thyectory path. If a file or directory already exists at the
specified location, this function returns an error instead of overwriting the existing file or

directory.
directory path ] INEWN dup directary path
grouip | "7.'5] [P @1l ot
PErmizsions mr“—
EIror in
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New File
Creates the file specified lfije path and opens it for reading and writing (regardless of
permissions.
datalog type
pefmizsions ———
file path HE L] refrium
e
dery rode (2] errar out
EITar in
it [F] e
Open File

Opens the file specified bife path for reading and/or writing.

datalog type s—
file path DFEH]"
open made [0] ﬁ
deny mode [2] f‘—

20T N

refrium
[P grror out

Path To Array Of Strings
Converts gath into anarray of strings and indicates whether the patheétative.
........................ relati'-.-'e
path fu'[“], array of gtrings

Path To String
Convertspath into a string describing a path in the standard format of the platform.
path 1P ats} zhring

Path Type
Returns the type of the specified path, indicating whether it is an absolute, relative, or
invalid path. This function checks only the format of the path, not whether the path refers
to an existing file or directory. Therefore, this function only indicates an invalid path for
Not A Path.

path l:% type
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Refnum To Path

Returns thgath associated with the specifieefnum.

refnum 101 % } path

Seek

Moves the current file mark of the file identified fnum to the position indicated by
pos offsetaccording to the mode chosengns mode

refnum FiLe dup refrium
pos maode [0:2] - - off et
pos offzet [0] f =ER errar out
&Iar in

String To Path

Convertsstring, describing a path in the standard format for the current platfonpatho

string Jatb= %} path

Type and Creator
Reads and sets the type and creator of the file specifipdtbyFile type and creator are
four-character strings. If you do not speaifgw type or new creator, this function returns
the current settings unchanged.

path FILE dup path
new type Jm"" é‘ T ype
riew creator mﬂ‘“’ creator
10T in eror auk

Windows and UNIX do not support file types and creators. Trying to set the type or creator
of a file in these platforms results in an error; however, you can get the file type and creator
in these platforms. If the specified file has a name ending with characters that Type and
Creator recognizes as specifying a file type (suchi aor the LVIN file type andllb ~ for

the LVAR file type), this function returns that typetype andLBVWn creator. Otherwise,

the function returng??? in bothtype andcreator.
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Volume Info
Returns information about the volume containing the file or directory specifipdthy
including the total storage space provided by the volume, the amount used, and the amount
free in bytes.

volume path
zize

uzed

free

errar out

unL

path
2110 jh ===

Configuration File Vs

The Configuration File VIs provide you with the tools to create, modify, and read a
platform-independent configuration file. The following illustration shows the options
available on th€onfiguration File VIs subpalette.

I=! Configuration File Vs E |

@] oL
o= (&

 TF | [T [ i32] [ gt == | [_ebabe][ a2
%
[}

T..I; IZI.EL i?.f all.::: u&i
oL @] == @] oL o
Mo | [ M zec

0- o-

The Configuration File VIs work with a platform-independent configuration file similar in
format to the standard Windows initializatiami( ) file.

The file is divided into sections, denoted by a name enclosed in brackets. Each section in a

file must have a unique name. Within each section are key and value pairs. Each key within a
section must have a unique name.
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An example of a configuration file with sectiosestion 1  andsection2  is:
[section 1]
keyl="string value 1"
key2="string value 2"
key3=53
[section 2]
keyl=TRUE
key2=-12.3
key3="/c/temp/data.dat"

The Configuration File VIs support the following data types:

e Strings

» Paths

* Booleans

e 64-bit floating-point numbers (Double)

*  32-bit signed integers (132)

e 32-bit unsigned integers (U32)

String data in the file must be enclosed in double quotes. Any unprintable characters in the
string are stored in the file with their equivalent hexadecimal escape codes (for example,

\0OD for carriage return). In addition, backslash characters are stored in the file as
double-backslashes (for example,for\).

Path data is stored in a platform-neutral format. This format is the standard UNIX format for
paths. The Vls will interpret the absolute pattemp/data.dat as follows on the various
G platforms:

*  Windows:c\temp\data.dat
¢ MacOS:c:temp:data.dat
¢ UNIX: /c/temp/data.dat

In addition, the VIs interpret the relative padmp/data.dat  as follows:
e Windows:temp\data.dat

¢« MacOS::temp:data.dat

e UNIX: temp/data.dat
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Close Config Data

Closes a reference to the configuration data identifiegfoyaum. If write configuration
file? is TRUE, the VI writes the data to the platform-independent configuration file identified

by refnum.
IE'num ............
write configuration file? - B
EI0r in [0 ernor] === error out

Open Config Data
Opens a reference to the configuration data found in a platform-independent configuration
file. If the specified file does not exist anckate file if necessary?s TRUE, the VI also
creates the configuration file.

configuration file path g 0 refrm
create file if neceszsany? (T] - e
EIT0T i [no eror] === error out

Read Key (Boolean)

Reads a Booleavalue associated with key in a specifiedsectionfrom the configuration
data identified byefnum. If the key does not exist, the VI returns ttefault value.

seCtion wereneneney
refnum TF refrurn aut
by ... @ ......... . - found?
default walue -~ L el
erar in [ho errar] mLm &rror oLt

Read Key (Double)
Reads a 64-bit floating-point numbealue associated witkey in a specifiedsection
from the configuration data identified bgfnum. If key does not exist, the VI returns
default value.

SECtiDn m.uu-E
refnum DBL refrum out

(OF=

0=

ke = “ faund ?

default value —I_r‘ “"ﬂ wvalue
error in [no errar] errar out
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Read Key (132)
Reads a 32-bit signed integerlue associated with key in a specifiedsectionfrom
the configuration data identified logfnum. If the key does not exist, the VI returns the
default value.

section merennnnnns
refnum i3z refrium ot
kg @ - found ?

default value mﬂ“‘ 1 wvalue
Ermar in (o error] errar oLt

Read Key (Path)

Reads a pathalue associated witkey in a specifiedgectionfrom the configuration data
identified byrefnum. If key does not exist, the VI returdgfault value.

sechion =g

refnum L. refrurm aut
key @ - found?
|:|_
default value mr‘ % walue
ermar in [ha errar] 2rrar oLt

Read Key (String)

Reads a stringalue associated witkey in a specifiedsectionfrom the configuration data
identified byrefnum. If key does not exist, the VI returdgfault value.

section wernnnnneny
refnum abu refrium out
by = @ “ found ?
G e 1= ey

default value r‘ “"ﬂ value
eror in [no ermor| error out

Read Key (U32)
Reads a 32-bit unsigned integatue associated witkey in a specifiedsectionfrom
the configuration data identified wgfnum. If key does not exist, the VI returns the
default value.

sechion g
refnum &, refrum out
kg @ “ faund ?

default value —l_r‘ “"ﬂ value
erar in [no erar] errar out
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Remove Key
Removes &ey in a specifiedectionfrom the configuration data identified bgfnum.

sechion mennnnneney
refnum Hi=n refrm aut
ke g = found?
ermar in [no errar] ===l === aror out

Remove Section

Removes &ectionfrom the configuration data identified bgfnum.

sechion =y
refnum Wseo refrunm out
............ ot
error in [no ermor| S e

Write Key (Boolean)

Writes a Booleawalue associated witkey in a specifiedectionof the configuration data
identified byrefnum. If key exists, the VI replaces the existing valuey does not exist,
the VI adds th&ey/value pair to the end of the specifisdction If sectiondoes not exist,

the VI addssection with thekey/value pair, to the end of the configuration data.

sechion =g
refnum TF refrum aut
key 000 "Eﬂ
valug - error oLt
errar in (o errar]

Write Key (Double)

Writes a 64-bit floating-point numbgalue associated witkey in a specifiedectionof the
configuration data identified kngefnum. If key exists, the VI replaces the existing value.
If key does not exist, the VI adds tkey/value pair to the end of the specified section.
If sectiondoes not exist, the VI adds the section, withkigngvalue pair, to the end of the
configuration data.

section =g
refnum EL refrum oot
ko f ‘r@ﬂ
value mr error out
error in [ho errar]
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Write Key (132)

Writes a 32-bit signed integealue associated witkey in a specifiedsectionof the
configuration data identified yefnum. If key exists, the VI replaces the existing value.
If key does not exist, the VI adds tkey/value pair to the end of the specifisdction

If sectiondoes not exist, the VI addection with thekey/value pair, to the end of the
configuration data.

section memrereeeny
refnum i refrm out
kE_'.-' wf L g

value f oo grror auk

erar in [ho erar]

Write Key (Path)

Writes a patlvalue associated witkey in a specifiedsectionof the configuration data
identified byrefnum. If key exists, the VI replaces the existing valu&key does not exist,
the VI adds th&ey/value pair to the end of the specifisdction If sectiondoes not exist,
the VI addssection with thekey/value pair, to the end of the configuration data.

sECtinn werrrneneny
refnum s refrum aut
key AT [ R

=
Mj....... e grror out

value mr‘
ermar in [ho errar]

Write Key (String)

Writes a stringralue associated witkey in a specifiedsectionof the configuration data
identified byrefnum. If key exists, the VI replaces the existing valugey does not exist,
the VI adds thé&ey/value pair to the end of the specifisdction If sectiondoes not exist,
the VI addssection with thekey/value pair, to the end of the configuration data.

sechion =g
refrnum abi: refrum out
kg "'
value o= 2rror aLlt
erar in [ho errar]
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Write Key (U32)

Writes a 32-bit unsigned integealue associated witkey in a specifiedsectionof the
configuration data identified yefnum. If key exists, the VI replaces the existing value.
If key does not exist, the VI adds tkey/value pair to the end of the specifisdction

If the section does not exist, the VI adedstion with thekey/value pair, to the end of the
configuration data.

sEChon wrnennneney
refnum u&i refrm out
ke ==
value f == 2rror ot
erar in fho erarl

File Constants Descriptions

The following constants are available from Hike Constantssubpalette.

it File Constants |

Bl =H B A

Current VI's Path Constant

Returns the path to the file containing the VI in which this function appears. If the VI is
incorporated into an application (using the Application Builder libraries), the function returns
the path to the VI in the application file, and treats the application file as a VI library.

path
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Default Directory Constant
Returns the path to your default directory. The default directory is the directory which the file
dialog displays initially. The Preferences dialog bBgi{»Preferenceg, underPaths
defines this directory.

path

Empty Path

Returns an empty path.

Not A Path

Returns a path whose value is Not A Path. You can use this path as an output from structures
and subVIs when an error occurs.

Not A Refnum

Returns a refnum whose value is Not A Refnum. You can use this refnum as an output from
structures and subVIs when an error occurs.

Path Constant

Use this to supply a constant directory or file path to the block diagram. Set this value by
clicking inside the constant with the Operating tool and typing in the value. Use the standard
file path syntax for a given platform. You can set the value of the path constant to Not a Path
by clicking on the path symbol with the Operating tool and seleblatg Pathfrom the

resulting menu. See thiRaths and Refnunsection of Chapter &trings and File I/Qin the
LabVIEW User Manudior more information on using the Not a Path value.

The value of the path constant cannot be changed while the VI executes. You can assign a
label to this constant.
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Temporary Directory Constant
Returns the path to your temporary directory. The temporary directory is the directory in
which you store temporary information that you expect the user or the operating system to
delete periodically. The G Preferences dialog it Preferenceg, underPaths defines
this directory.

path

VI Library Constant
Returns the path to the VI library directory for the current development library on the
current computer. The Preferences dialog liaditdPreferenced, underPaths defines this
directory. If you build an application using the Application Builder libraries, this path is the
path of the directory containing the application.

g~ path
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This chapter describes the Application Control functions.

To access thApplication Control palette, shown in the following
illustration, selecEunctions»Application Control.

s Functions |
Application Contro
¥ ¥
tlc
Y - 3
]
o ME Y
aliE| o)
HE ¥ Y
S
e PP |
==
Instr Lik) 13 iy »
JIei id
(U -—1EHlApplication Control
LERILE)Y

I'I'IEI"IEU ?m

‘_I_I_I_L

TheApplication Control palette include the following subpalettes:
» Help functions
* Menu functions
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Application Control Functions

The following Application Control functions are available.

Call By Reference Node
The Call By Reference node is very similar to a subVI node: you can use either to call a VI.
However, there is a significant difference. With a subVI node, you determine what VI is called
when you drop the node on the diagram.

With the Call By Reference node, the end user determines what VI is called at runtime
via thereferenceinput. The Call By Reference node could call a VI that resides on a
different computer.

At the top of the Call By Reference node are four terminals: an input/output pair of flow
through VI reference terminals, and an input/output pair of flow through error clusters.

The VI reference input accepts wires only from strictly-typed VI references. Below these
terminals is an area within which a connector pane resides that is identical to that of a VI
with its terminals showing (rather than its icon). The connector pane of the strictly-typed VI
reference input determines the pattern and data types of this connector pane. You should wire
to these terminals just as you would to a normal subVI.

As long as none of the terminals of the connector pane have wires attached to them, the
connector pane adapts automatically to the connector pane of the input VI reference.
However, if any of them are wired, the node does not adapt automatically, and you must
explicitly change the connector pane (possibly breaking those wires) by popping up on the
node and selecting thedapt To Reference Inputmenu item.

At run time there is a small amount of overhead in calling the VI that is not necessary in a
normal subVI call. This overhead comes from validating the VI reference and a few

other details. However, for a call to a VI in the local LabVIEW, this overhead should be
insignificant for all but the smallest subVIs. Calling a VI located in another LabVIEW
application (across the network) involves considerably more overheadef€éhenceinput
determines the VI that is called by the Call by Reference node.

referance

dup reference
errar in kno error)

ErFar out
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Call Chain

Returns a reference to a LabVIEW application or a VI.

% poacasaca: -5l chain

Close Application or VI Reference
Closes an open VI or the TCP connection to an open copy of LabVIEW.

application or ¥i reference

Erar in (o errar) ermar oLt

Invoke Node
Invokes a method or action on a VI. Most methods have parameters associated with them.
To select the method, pop up anywhere on the node and/geldntds. Once you select the
method, the associated parameters appear in the following illustration. You can set and get the
parameter values. Parameters with a white background are required inputs and the parameters
with a gray background are recommended inputs.

Arrto Befrorm In

] dup dute Refhurm
errar in Cno errar)

B ocless B v out

trwethod
—{* paratt 1 |—
—{+ param 2 |—

Open Application Reference
Returns a reference to a VI Server application running on the specified computer. If you do
not specify a value famachine name then it returns a reference to the local LabVIEW
application in which this function is running.

- open loc... % application reference
port number = oL
Ermar in [ho o] ===

machine name |

errar out

You can use thapplication referenceoutput as an input to the Property and Invoke nodes to
get or set properties and invoke methods on the application. Using it as the input to the Open
VI Reference function lets you get references to VIs in that application. Close the reference
with the Close Application or VI Reference function. If you forget to close this reference, it
closes automatically when the top-level VI associated with this function finishes executing.
However, it is good practice to conserve the resources involved in maintaining the connection
by closing the reference when you finish using it.
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OpenV

Application Control Functions

| Reference
Returns a reference to a VI specified by a name string or path to the VI's location on disk.
type specifier ¥ Refrum .. ———
application reference [locall % i reference
vi path 07
2Irar in [ho errgr] === Eqror out
pagaward [ """‘"""""""j

You can get references to VIs in another LabVIEW application by wirirgpplication
reference(obtained from the Open Application Reference function) to this function. In this
casepath input refers to the file system on the remote LabVIEW computer. If you wire a
reference to the local LabVIEW application you get the same behavior as if you had not wired
anything to theapplication referenceinput.

If you intend to perform editing operations on the referenced VI, and the VI has a
password-protected diagram, you can provide the passwordpasbeordstring input.

If you provide the incorrect password, the Open VI Reference function returns an error and
an invalid VI reference. If you provide no password when opening a reference to a VI that is
password protected, you can still get the reference, but you can only perform operations that
do not edit the VI.

If you intend to call the specified VI through the Call By Reference function, wire a
strictly-typed VI reference to thtgpe specifierinput. The function ignores the value of this
input. Only the input's type—the connector pane information—is used. By specifying this
type, the Open VI Reference function verifies at run time that the referenced VI's connector
pane matches that of thge specifierinput.

Note It is possible to wire a Generic VI refnum type to the type specifier input. Doing

this results in the same behavior as if you had not wired the type specifier input
at all.

If you wire the type specifier input with a strictly-typed VI refnum, the VI must meet several
requirements before the VI reference is returned successfully:

e The VI cannot be broken for any reason.

e The VI must be runnable as a subVI; that is, it cannot be active as a top-level VI (unless
the VI is re-entrant).

¢ The connector pane of the VI must match that of the type specifier.
If you forget to close this reference, it closes automatically when the top-level VI associated

with this function finishes executing. However, it is good practice to conserve the resources
involved in maintaining the connection by closing the reference when you finish using it.
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If you get a strictly-typed reference to a reentrant VI, a dedicated data space is allocated for
that reference. This data space is always used in conjunction with the output VI reference.
This can lead to some new behaviors that you may not be accustomed to in LabVIEW.

For example, parallel calls (using the Call By Reference node) to a reentrant VI using the
same VI reference do not execute in parallel, but execute serially, one after the other.

Notice that a VI reference is similar to what is known as a function pointer in other languages.
However, in LabVIEW, these function pointers also can be used to call VIs across the
network.

Print Panel

Produces the same printout as programmatic print at completion, but can be called from other
VIs and at times other than at completion. By default, it prints the entire panel, not just what
is visible in the window. This VI assumes that the VI is loaded but does not require the
window to be open.

¥l name

Ertire Panel [T] ................
errar in [ho erar) =

C—
Ey

| Print| errar aut

Property Node

Sets (writes) or gets (reads) VI and application property information. To select the VI or
application class, pop up on the node and select froi8aleet VI Server Classubmenu.
To select an application class, sel&pplication. To select a VI class, selédirtual
Instrument, or wire the VI or application refnum teferenceand the node choices change
accordingly.

To select a specifiproperty, pop up on one of thameterminals and sele&roperties.

To set property information, pop up and sefebainge to Write, and to get property
information pop up and sele€hange to Read Some properties are read only, so you cannot
seeChange to Write in the pop-up menu. The Property node works the same way as
Attribute nodes. If you want to add items to the node, pop up and &dek&lement or click

and drag the node to expand the number of items in the node. When this node executes,
properties are handled in the order from top to bottom. If an error occurs on one of the
properties, the node stops at that property and returns an error. No further properties are
handled. The error string reports which property caused the error. Remember if the small
direction arrow on a property is on the left, you are setting the property value. If the small
direction arrow on the property is on the right, you are getting the property value. Each
property name has a short or long name which can be changed by popping up and selecting
Name Format Another name format is no name where only the type is displayed for each

property.
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Quit

Stop

Application Control Functions

refarehce & & dup referehce
error in [no error) 7 A4 class errar aut
narne 1 w—attribute 1
attribute 2— name 2 i

< E """ ATCHRIE 3

AT

Stops all executing VIs and ends the current session of LabVIEW. This function shuts down
only LabVIEW,; the function does not affect other applications. The function stops all running
VIs the same way the Stop function does.

quit? [T]

Stops the VI in which it executes, just as if you clickedStap button in the toolbar. If you
wired the input, stop occurs only if the input value is TRUE. If you leave the input unwired,
the stop occurs as soon as the node that is currently executing finishes.

StDp? [T] ................

If you need to abort execution of all Vls in a hierarchy from the block diagram, you can use
this function, but you must use it with caution. Before you call the Stop function with a TRUE
input, be sure to complete all final tasks for the VI first, such as closing files, setting save
values for devices being controlled, and so on. If you put the Stop function in a subVI, you
should make its behavior clear to other users of the VI because this function causes their
VI hierarchies to abort execution.

In general, avoid using the Stop function when you have a built-in termination protocol in
your VI. For example, I/O operations should be performed in While Loops so that the VI can
terminate the loop on an I/O error. You should also consider using a front panel Stop Boolean
control to terminate the loop at the request of the user rather than using the Stop function.

LabVIEW Function and VI Reference Manual 12-6 © MNational Instruments Corporation



Chapter 12 Application Control Functions

Help Function Descriptions

The following illustration displays the options available onHiedp subpalette.

~HHelp
Eallr 2

Control Help Window

Modifies theHelp window by showing, hiding, or repositioning the window.

=] STa T — {ﬁ@

Top Left Cornep s ]~ =

Control Online Help

Controls the online help system by displaying the table of contents of a help file, jumping to
a specific point in a help file, or closing the online help system.

Operation a
String to gearch for “j.....JE ? o= F pror CDlutpt

Path to the help file
Errar Input -===r

Get Help Window Status

Returns the status and the position information foiHbkp window.

c?..g:?} ................. Show

8 ] e Ty Left Carner
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Menu Functions

The following illustration displays the options available onNfemu subpalette.

[EMenu M

MEML! | [MEML

Bz afxn

MEND | [END | [FERLD
] = 5
REN] | e @-2

The Menu functions operate on menus identified by a refnum. A VI's menu refnum is
obtained through the constant Current VI's menu. Items are identified by an item tag (string)
and sometimes by an item path (string), which is a list of item tags from the menu tree root
up to the item and separated by colons.

Ely

The following Menu functions are available.

Delete Menu Items
Deletes menu items from the menubar or a submenu within the menubar.

menubar FEHD menubar out
menu tag

itemmns ﬁ
ermar in (o errar)

e @rror aut

If menu tagis specified, the items are deleted from the submenu specifiadrytag or
else the items are deleted from the menubar. The function returns an meauifagor one
of the items specified is not found.

items can be a tag (string) of an existing item, an array of tags of existing items, a position
index (zero-based integer) of an item in the menu or an array of position indices of items in
the menu. If you do not wiitems, all the items in the menu are deleted. If there is a submenu
in any of the specified items, the submenu and all its contents are deleted automatically.

Because separators do not have unique tags, they are best deleted by using their positional
indices.
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Enable Menu Tracking

Enables or disables tracking of mesalections.

Get Menu Item Info

Application Control Functions

Chapter 12
menubar MERU el ot
enable [T] -~ "14 error out

2rrar in [ho ermar]

Returns the attributes of the menu item specified thrategh tag.

itemn kag submenu tags
menubar HEMLT menubar out
o . ™ item name
error in [no error) =7 1 enabled
error aut
...................... ChECkEd
e ghjort cut

Item attributes aréem name(the string that appears in the memmabled(false designates

that the item is grayed outhecked(specifies whether there is a check mark next to the
item), andshort cut (key accelerator). If the item has a submenu, its item tags are returned as
an array of strings isubmenu tags|f item tag is unwired, the menubar items are returned.

If item tag is not valid, an error is returned.

Get Menu Selection

Returns thetem tag of the last selected menu item, optionally waitiingeout

milliseconds

. item path is a string describing the position of the item in the menu

hierarchy, which is the format of a list of menu tags separated by a colon (:). If block menu
is set toTrue , Menu selection is blocked out after an item tag is read.

© MNational Instruments Corporation

menubar

g timeout [200] — ...

_. ..................... tlITIEd Dut
FEMHL | menubar out
b4 k‘"mi:, itern tag

block mesmu [F] -
errar in [ho error] ::::j:n

‘“‘Lﬂ itern path
errar out
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Get Menu Shortcut Info
Returns the menu item that is accessible through a given shortcut.

menubar FEMU menubar out

thort cut = i .--L": itern tag
EI100 in [ efror] === "‘L_ itern path
error out

item path is a string of menu item tags separated by a colon (:).

short cut consists of a string (key) and a Boolean (specifies whether the shift key is included
or not).

Insert Menu ltems
Inserts menu items into a menubar or a submenu within the menubar.

menu tag
menubar FEFD rmenubar out
item names = +H itern tags out

item tags ool E‘“ — B rror out

errar in [ho errar]
after itern

menu tagspecifies the submenu where items are inserted. If you do not specifytag
the items are inserted into theenubar.

item namesanditem tagsidentify the items to be inserted into the menu. The typeof
namesanditem tagscan be an array of strings (for inserting multiple items) or just a string

(for inserting a single item). You can wire in eitlitern namesor item tags in which case

both names and tags get the same values. If you require each item to have different name and
tag, you must wire in separate valuesifem namesanditem tags

after item specifies the position where the items are insestiéer item can be a tag (string)

of an existing item or a position index (zero based integer) in the menu. To insert at the
beginning of the menu, wire a number less thanditey item. To insert at the end of the

menu, wire a number larger than the number of items in the menu. You can insert a separator
using the application tag APP_SEPARATOR. The function always ensures that the tags of all
the inserted menu items are unique to the menu hierarchy by appending numbers to the
supplied tags, if necessary.

item tags outreturns the actual tags of the inserted itemsdfiu tagor after item (tag) is
not found, the function returns an error.
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Set Menu Item Info

Sets the attributes of a menu item specified thronghu anditem tag. Item attributes are
item name (the string that appears in the meranabled(false designates that the item is
grayed out)checked(specifies whether there is a check mark next to the item¥ytamttut
(key accelerator). Attributes that are not wired remain unchangeznlfag is not valid, an
error is returned.

item tag
menubar HEHD merubar out
itern narne = — ?fﬂ
enabled - d error out
eror in [no error)
ChECkEd ......................
short cut ses—m————
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Advanced Functions

This chapter describes the functions that perform advanced operations.
This chapter also describes the Data Manipulation and Synchronization
functions, and the VI Control and Memory ViIs.

To access thAdvancedpalette, shown in the following illustration, select
Functions»Advanced

EE Functions |
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@' far
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The Advanced functions include the following subpalettes:
« Data Manipulation

e Memory

*  Synchronization

e VI Control
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Advanced Function Descriptions

The following Advanced functions are available.

Beep

Causes the system to issue an audible tone. You can specify the tone frequency in Hertz,
the duration in milliseconds, and the intensity as a value from 0 to 255, with 255 being the
loudest. Although this VI appears on all platforms, the frequency, duration, and intensity
parameters work only on the Macintosh.

frequency [Hz] - ignored -
duration [mzec] - ighared _,_.P
intenzity [0-255) - ignored — ——

&rror - ighored

Code Interface Node

Calls code written in a conventional programming language, such as C, directly from a block
diagram. Code Interface Nodes (CINs) make it possible for you to use algorithms written in
another language or to access platform-specific features or hardware that G does not directly
support.

CINs are resizable and show datatypes for the connected inputs and outputs, similar to the
Bundle function. The following illustration shows the CIN function.

[Code Interface Mode]

The LabVIEW interface to external code is very powerful. You can pass any number of
parameters to or from external code, and each parameter can be of any arbitrary G datatype.
LabVIEW provides several libraries of routines that make working with G datatypes easier.
These routines support memory allocation, file manipulation, and datatype conversion.

If you convert a VI that contains a CIN to another platform, you need to recompile the code
for the new platform because CINs use code compiled in another programming language. You
can write source code for a CIN so that it is machine-independent, requiring only a recompile
to convert it to another platform. For examples of CINsegamples\cins

For more information on the Code Interface Node, sekdh¥IEW Code Interface
Reference Manuahvailable in portable document format (PDF) only.
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Call Library Function
Calls standard libraries without writing a Code Interface Node (CIN). Under Windows, you
can call a dynamic link library (DLL) function directly. In Macintosh and UNIX, you can call
a shared library function directly. On the Macintosh 68K, you must have the CFM-68K
system extension installed for the Call Library Function node to operate.

This node supports a large number of datatypes and calling conventions. You can use it to call
functions from most standard and custom-made libraries.

The Call Library Function node, shown in the following illustration, looks similar to a
Code Interface node.

ﬂj:ﬂ (£
L]
— return walue
param 1 — — new walue of param 1
param 2 — M new walue of param 2

The Call Library Function consists of paired input/output terminals with input on the left and
output on the right. You can use one or both. The return value for the function is returned in
the right terminal of the top pair of terminals of the node. If there is no return value, then this
pair of terminals is unused. Each additional pair of terminals corresponds to a parameter in
the functions parameter list. You pass a value to the function by wiring to the left terminal of
a terminal pair. You read the value of a parameter after the function call by wiring from the
right terminal of a terminal pair.

If you selecConfigure... from the pop-up menu of the node, you see a Call Library Function
dialog box from which you can specify the library name or path, function name, calling
conventions, parameters, and return value for the node. When you ciik,dhe node
automatically increases in size to have the correct number of terminals. It then sets the
terminals to the correct datatypes. For more information on Call Library Function refer to
Chapter 25Calling Code From Other Languagés theG Programming Reference Manual
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Data Manipulation Function Descriptions

The following illustration displays the options available onDia¢a Manipulation
subpalette.

] MANT
@ =4 /'/'_77@ Lyskie
ﬂgj’ cal el

- 1€ IE

Flatten To String
Convertsanything to a string of binary valuesype string is a type descriptor that describes
the datatype of anythindata string is the flattened form of anything. For more information
on type descriptors and flattened data,Ha#iened Datain Appendix A,Data Storage
Formats of theG Programming Reference Manual

[o-]

] ; type tring
anything m===(H £ data string

Join Numbers
Creates a number from the component bytes or words.

M thil)

Logical Shift
Shiftsx the number of bits specified jy

Y ey
X
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Mantissa & Exponent
Returns the mantissa and exponent of the input numeric value such that
number = mantissa* 2 &P f humber is 0, bothmantissaandexponentare 0.
Otherwise, the value @hantissais greater than or equal to 1 and less than 2, and the value
of exponentis an integer.

e mantissa
E-3 =0

exponent

number

EXF

Rotate
Rotatesx the number of bits specified gy

y w ratated left by p
X

Rotate Left With Carry

Rotates each bit in the inputlue to the left (from least significant to most significant bit),
insertscarry in the low-order bit, and returns the most significant bit.

cary [ ,ﬁ’.l msh camy out

rvalue value

Rotate Right With Carry

Rotates each bit walue to the right (from most significant to least significant), inseatsy
in the high-order bit, and returns the least significant bit.

CAFEY e ] TR ]Sb caryr |:||.|t
*\fa]ulan.l walue 4

Split Number

Breaks a number into its component bytes or words.

hif=]
X —@:I_ |,::[:]
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The following illustration shows an example of how to use the Split Number function.
The function splits the signed 32-bit number 100,000 into the high word component, 1,
and the low word component, 34,464.

32 ulg
+[100000 1

ulg
34464
1116
I LE

Swap Bytes
Swaps the high-order 8 bits and the low-order 8 bits for every weanalyihing.
anything ';;' byte swapped

Swap Words
Swaps the high-order 16 bits and the low-order 16 bits for every long integgything.
anything I;; word swapped

Type Cast
Castsx to the datatypeype.

type
X EE “[tupe *] x

Casting data to a string converts it into machine-independent, big endian form. That is, the
function puts the most significant byte or word first and the least significant byte or word last,
removes alignment, and converts extended-precision numbers to 16 bytes. Casting a string to
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a 1D array converts the string from machine-independent form to the native form for that

platform.

Unflatten From String

Convertshinary string to the type wired ttype. This function performs the inverse of
Flatten To Stringbinary string should contain flattened data of the type wiretype.
For more information on type descriptors and flattened datd;latened Datain
Appendix A,Data Storage Formatof theG Programming Reference Manual

= 1]

binary string

5 )

type

L S |

el
value

Memory VI Descriptions

The following illustration displays the options available onNfeenory subpalette.

In Port (Windows 3.1 and Windows 95)

Reads a byte or word integer from a spec#@ister address Because this VI is not available

on all platforms, VIs using this subVI are not portable.

register address
read a byte ar & ward [F:byte]

I
Fart

walue

Out Port (Windows 3.1 and Windows 95)

Writes a byte or word integer to a speciégister address Because this VI is not available

on all platforms, VIs using this subVI are not portable.

register address

wirike a byte or a word (Fib.. -
value —

Ot
Fort
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Synchronization Vis

You can synchronize tasks executing in parallel by using the Synchronization VIs.
You can also use the Synchronization VIs to pass data between parallel tasks. You access
the Synchronization palette by choosingunctions»Advanced»Synchronization

The following illustration displays the options available on3lachronization palette.

The Synchronization palette consists of five subpalettes:
* Naotification VIs

¢ Queue Vis

¢ Rendezvous VIs

e Semaphore Vs

*  Occurrence Functions

Notification Vs

You can use the Notification VIs to pass data from one task to one or more separate, parallel
tasks. In particular, you use these VIs when you want one or more VIs or parts of block
diagrams to wait until another VI or part of a block diagram sends them some data.

The Notification Vls differ from the Queue Vis in that the data sent is not buffered. That is,
if there is no one waiting on a notification when it is sent, the data will be “lost” if another
notification is sent. Also, more than one Wait On Notification VI can receive the same data.
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You can access the notification VIs by selecting
Functions»Advanced»Synchronization»Notification

i Notification i

LD @ O Ofody, ®

| e || s || 2o || =0 ||%
i i
B =7

The notification VlIs use thRotifier RefNum control from theControls»Path & Refnum
palette.

Le]

The Notifier RefNum can be used with the following VIs.

Cancel Notification
Cancels and returns a previously sent notification.

notifier ':E' natifier out
e pancelled notification
erraor aut

»

errar in (no error)

This prevents a call to the Wait On Notification VI wigimore previousset to FALSE to see
the previously sent notification.

Create Notifier

Looks up an existingotifier or creates a nemotifier and returns a refnum that you can use
when calling other Notification Vis.

':E' notifier
; e
return (F) "f:l created new
error in (no error) = = e rar out

If nameis specified, the VI first searches for an existiogifier with the sam&ameand

will return its refnum if it exists. If a named notifier with the same name does not already exist
and thereturn existing input is FALSE, the VI will create a nawtifier and return its

refnum. Thecreated newoutput returns TRUE if the VI creates a new natifier.
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Destroy Notifier
Destroys the specifiedbtifier and returns thiast notification that was sent. All Wait on
Notification VIs that are currently waiting on this notifier time out immediately and return

an error.
notifier ':E' notifier out
» e 1ast notification
errar in (no error) ertar out
Get Notifier Status

Returns current status informationruattifier .

il 1111
notifier ':1:' notifier out

L # yaiting
error in (no error] B %hst notification

error out

Not A Notifier
Returns TRUE ihotifier is not a valid notifier refnum.
. i .
notifier @0 not a notifier

Send Notification
Sendmotification to the specifiedhotifier. All Wait On Notification VIs that are currently
waiting on thisnotifier stop waiting and return the specifiedtification.

notifier {D notifier out
notification =
ertor in (no error)

oL s

errar out

Wait On Notification

Waits for the Send Notification VI to sendtification to the specified notifier.

notifier ':E' niotifier out

ignore previous (T) 77 =77 *nnotification
ms timeout (-1 f Z..e e birned Ut
errar in Cno error) arrar out
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If ignore previousis FALSE and a notification was sent since the last time this VI was called,
the VI returns immediately with the value of the old notification and tiritled out as

FALSE. If theignore previousinput is TRUE, the VI will wait timeout milliseconds

(default -1, or forever) before timing out. If a notification is seémted out will return

FALSE. If a notification is not sent oriifotifier is not validtimed out will return TRUE.

Wait On Notification From Multiple
Waits for the Send Notification VI to send a notification to one of the specified notifiers.

notifiers 0 ':E' notifiers out

ignote previous (T -5 7 S e notifications
ms timeout (-1 f - Lo birned oot
errar in (no error) arrar out

If ignore previousis FALSE and a notification was sent to any of the specified notifiers since
the last time this VI was called, the VI returns immediately with the value(s) of the old
notification(s) and withimed out=FALSE. If theignore previousinput is TRUE, the VI

will wait ms timeoutmilliseconds (default —1, or forever) before timing out. If at least one
notification is senttimed out will return FALSE. If no notification is sentimed out will

return TRUE.

Queue Vls

You can use the Queue VIs to pass an ordered sequence of data elements from one task to

another separate, parallel task. In particular, you use these VIs when you want one task to wait
until another task provides it with some data. You can also use these VIs when you want one

task to wait until another task has processed some data that the first task has provided.

The queue Vs differ from the notification VIs in that the data sent is buffered. That is, if there

is no one waiting to read from the queue when an element is inserted, the element stays in the
gueue until it is explicitly removed. Also, when data is inserted into a queue and there are two
VIs waiting to remove it from the queue, only one of them receives the data.

You can access the Queue Vls by seledfumgctions»Advanced»Synchronization»Queue

The Queue VIs use tligueue RefNumcontrol from theControls»Path & Refnum palette.
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[=]

Queue RefNum can be used with the following Vis.

Create Queue
Looks up an existing queue or creates a new queue and returns a refnum that you can use when
calling other queue ViIs.

narne [unnarned) o queue

e ol Greate‘d Miew

return exisiting (F) mrﬂ Tem aror ot
errar in Cno errar)

If you specify a size > 0, the queue size is limited to that many elements. If the Insert Queue
Element VI tries to insert an element into a full queue, it must wait until an element is removed
with the Remove Queue Element VI. The default size is —1 for an unbounded queue.

If a name is specified, the VI first searches for an existing queue with the same name and will
returns its refnum if it exists. If a named queue with the same name does not already exist and
thereturn existing input is FALSE, the VI creates a new queue and return its refnum.
Thecreated newoutput returns TRUE if the VI creates a new queue.
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Destroy Queue

Destroys the specified queue and returns any elements that are in the queue. All Insert Queue
Element and Remove Queue Element VIs that are currently waiting on this queue time out
immediately and return an error.

queue - queue aut
» B g lements
errar in Cno errar) ertar out

Flush Queue
Removes alelementsfrom queue

queue s queue out
ugi}ﬁmﬂme]ementg
errar in (no error) ertar out

Get Queue Status
Returns current status informationaqafeue

Ii queus size

narme

queue - queus out
5z

return elernents (F) - L # panding to remowve
- pending to inzert

ertor in (no error) sz
| ertar aut

# glernets in queus
lnooooooooooon g lements

Insert Queue Element
Inserts an element into a queue.

at bE‘g'il'l'il'lg [:Fj ..................... 4
queue - queue out
queue element ~f
ms timeout (=13 f

error in (no error)

E ................ t-lmed Dut
o error out

Theat begining parameter specifies whether the elementis inserted at the end (default) or the
front of the queue. If the queue is full, the VI waitseout milliseconds (default —1, or

forever) before timing out. If space becomes available during the wait, the element is inserted
andtimeout returns FALSE. If the queue remains full or the queue is not Vaidout

returns TRUE.
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Not A Queue

Returns TRUE ifjueueis not a valid

gueue refnum.

Remove Queue Element

Removes an element from a queue.

-
queue @2 not a queus
R R —
queue 1 queus aut
"
ms timeout (-1 —— g qyeue element

errar in (no error) = . timed out
error aut

Thefrom end parameter specifies whether the returned element is taken from the front

(default) or the end of the queue. If

the queue is empty, the VI tivagsut milliseconds

(default —1, or forever) before timing out. If an element becomes available during the wait,
the element is returned atiched out returns FALSE. If no element becomes available or the
queue is not validjmed out returns TRUE.

Rendezvous Vs

You can use the Rendezvous VIs to synchronize two or more separate, parallel tasks at
specific points of execution. Each task that reaches the rendezvous waits until the specified
number of tasks are waiting, at which point all tasks proceed with execution.

You can access the Rendezvous VIs by selecting
Functions»Advanced»Synchronization»Rendezvous

i1 Rendezvous

LabVIEW Function and VI Reference Manual
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The Rendezvous Vs use tRendezvous RefNuntontrol from theControls»
Path & Refnum palette.

o+

The Rendezvous RefNum can be used with the following VIs.

Create Rendezvous

Looks up an existingendezvousor creates a nerendezvousand returns a refnum that you
can use when calling other Rendezvous Vils.

narne (unnamed) ++* rendezwvaous
i LY
size (20 770 Y [ created new

1 H
o error out

bovrm aseicitinn (F
Feturn exisiting (F

errar in (no error)

Thesizespecifies how many tasks have to meet atéhdezvousin order to continue
execution. The default size is 2.

If nameis specified, the VI first searches for an existiegdezvouswith the same name and
returns its refnum if it exists. If a named rendezvous with the same name does not already
exist and theeturn existing input is FALSE, the VI creates a new rendezvous and return its
refnum. Thecreated newoutput returns TRUE if the VI creates a new rendezvous.

Destroy Rendezvous

Destroys the specified rendezvous. All Wait at Rendezvous VIs that are currently waiting on
this rendezvous time out immediately and return an error.

rendezvous **‘. rendezwvous out

error in (no error) errar out

Get Rendezvous Status
Returns current status information afemdezvous

fronanannnnn naMme
rendezyous s rendezvous out
[§ . waiting
errar in (no error) %size
error out

© MNational Instruments Corporation 13-15 LabVIEW Function and VI Reference Manual



Chapter 13 Advanced Functions

Not A Rendezvous
Returns TRUE ifendezvousis not a valid rendezvous refnum.

'
@2

rendezyous not a rendezwvous

Resize Rendezvous
Changes the size oéndezvousby size changeand returnsiew size

rendezvous ry rendezvous out
zize change (01 I ';_:' L new size
ertor in Cno errar) ertror out

If the number of tasks currently waitingrandezvousis less than or equal teew size the
first size tasks stop waiting and continue execution.

Wait at Rendezvous
Waits until a sufficient number of tasks have arrived at the rendezvous.

rendezwvous **‘. rendezwvous aut
ms timeout (-1 = tirned out
ertar in Cno errar) o Eoarror aut

If the number of tasks, including the new one, waitingeatiezvousis less than the
rendezvous size, the VI wattmeout milliseconds (default —1, or forever) before timing out.
If enough tasks arrive at the rendezvous during the tivaéd out returns FALSE. If enough
tasks do not arrive or the rendezvous is not vifited out returns TRUE.

Semaphore Vis

Semaphores, also known as Mutex, are used to limit the number of tasks that may
simultaneously operate on a shared (protected) resource. A protected resource or critical
section may include writing to global variables or communicating with external instruments.

You can use the Semaphore VIs to synchronize two or more separate, parallel tasks so that
only one task at a time executes a critical section of code protected by a common semaphore.
In particular, you use these VIs when you want other VIs or parts of block diagram to wait
until another VI or part of a block diagram is finished with the execution of a critical section.

You can access the Semaphore VIs by sele&limgtions»Advanced»
Synchronization»Semaphore
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The semaphore VIs use tBemaphore RefNumcontrol from theControls»
Path & Refnum palette.

The Semaphore RefNum can be used with the following Vls.

Acquire Semaphore
Acquires access to a semaphore.

sermaphate i zemaphote aut
ms timeaut (-1 = tirmed out
error in (no error) =8 Lo error out

If the semaphore is already acquired by the maximum number of tasks, the \tinnexitst
milliseconds (default —1, or forever) before timing out. If the semaphore becomes available
during the waittimed out returns FALSE. If the semaphore does not become available or the
semaphore is not valitimed out returns TRUE.

Create Semaphore

Looks up an existing semaphore or creates a new semaphore and returns a refnum that you
can use when calling other semaphore VIs.

=semaphote
:,IE:.I ................. created new

b= epror out

return exiziting (F)

ertar in (no error)

sizespecifies how many tasks may acquire the semaphore at the same time. The default size
is 1.

If a name is specified, the VI first searches for an existing semaphore with the same name and
returns its refnum if it exists. If a named semaphore with the same name does not already exist
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and thereturn existing input is FALSE, the VI creates a new semaphore and return its
refnum. Thecreated newoutput returns TRUE if the VI creates a new semaphore.

Destroy Semaphore

Destroys the specified semaphore. All Acquire Semaphore VIs that are currently waiting on
this semaphore will time out immediately and return an error.

=zemnaphate zemaphote out
x

errar in kne error) errar out

Get Semaphore Status
Returns current status information of a semaphore.

i"""‘""‘""‘""‘""“ narme
semaphore sernaphare out
] L zize
ertar in (no ertor) # waiting
cttlﬂ====-err-:-r out
Not A Semaphore
Returns TRUE ifemaphoreis not a valid semaphore refnum.
semaphore @? not a semaphate

Release Semaphore
Releases access to a semaphore.

semaphore ‘ semaphare out

errar in (no error) ertar out

If there is an Acquire Semaphore VI waiting for this semaphore, it stops waiting and
continues execution. If you call the Release Semaphore VI on a semaphore that you have not
acquired, you effectively increment the semaphore size.
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Occurrence Function Descriptions

You can use the occurrence functions to control separate, synchronous activities. In particular,
you use these functions when you want one VI or part of a block diagram to wait until another
VI or part of a block diagram finishes a task without forcing LabVIEW to poll.

You can perform the same task using global variables, with one loop polling the value of the
global until its value changes. However, global variables add overhead, because the loop that
pulls the global variable uses execution time. With occurrences, the polling loop is replaced
with a Wait on Occurrence function and does not use processor time. When some diagram
sets the occurrence, LabVIEW activates all Wait on Occurrence functions in any block
diagrams that are waiting for the specified occurrence.

The following illustration displays the options available on@veurrencessubpalette.

Occurrences x|

L [ [D

Generate Occurrence

Creates amccurrencethat you can pass to the Wait on Occurrence and Set Occurrence
functions.

@7 DCCUMENCE

Ordinarily, only one Generate Occurrence node is connected to any set of Wait on Occurrence
and Set Occurrence functions. You can connect a Generate Occurrence function to any
number of Wait on Occurrence and Set Occurrence functions. You do not have to have the
same number of Wait on Occurrence and Set Occurrence functions.

Unlike other synchronization VIs, each Generate Occurrence function on a block diagram
represents a single, unigue occurrence. In this way, you can think of the Generate Occurrence
function as a constant. When a VI is running, every time a Generate Occurrence function
executes, the node produces the same value. For example, if you place a Generate Occurrence
function inside of a loop, the value produced by Generate Occurrence is the same for every
iteration of the loop. If you place a Generate Occurrence function on the block diagram of a
reentrant VI, Generate Occurrence produces a different value for each caller.
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Set Occurrence

Triggers the specifiedccurrence All block diagrams that are waiting for this occurrence
stop waiting.

oCCurence —[D

Wait On Occurrence
Waits for the Set Occurrence function to set or trigger the gigearrence

mz timeout [-1]
occurence —
ignore previous [T) -

tirmed out
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Data Acquisition Vis

Part Il,Data Aquisition Visintroduces the collection of Vs that work with
your data aquisition (DAQ) hardware devices. This part contains the
following chapters:

Chapter 14|ntroduction to the LabVIEW Data Acquisition YIs
contains basic information about the data acquisition (DAQ) VIs and
shows where you can find them in LabVIEW.

Chapter 15Easy Analog Input V|slescribes the Easy Analog Input
VIs, which perform simple analog input operations.

Chapter 16lntermediate Analog Input V]slescribes the Intermediate
Analog Input Vls.

Chapter 17Analog Input Utility VIs describes the Analog Input

Utility VIs. These VIs—AI Read One Scan, Al Waveform Scan, and
Al Continuous Scan—are single-VI solutions to common analog input
problems. The Analog Input Utility VIs are intermediate-level VIs, so
they rely on the advanced-level Vis.

Chapter 18Advanced Analog Input V/lsontains reference
descriptions of the Advanced Analog Input VIs. These VIs are the
interface to the NI-DAQ software and are the foundation of the Easy,
Utility and Intermediate Analog Input VIs.

Chapter 19Easy Analog Output Vlslescribes the Easy Analog
Output Vs in LabVIEW, which perform simple analog output
operations.

Chapter 20Intermediate Analog Output Vldescribes the
Intermediate Analog Output VIs. These VIs—AO Write One Update,
AO Waveform Gen, and AO Continuous Gen—are single VI solutions
to common analog output problems.

Chapter 21Analog Output Utility Visdescribes the Analog Output
Utility VIs. The VIs—AO Continuous Generation, AO Waveform
Generation, and AO Write One Update—are single-VI solutions to
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Data Acquisition VIs

common analog output problems. The Analog Output Utility VIs are
intermediate-level VIs, so they rely on the advanced-level Vis.

Chapter 22Advanced Analog Output Vlsontains reference
descriptions of the Advanced Analog Output VIs. These VIs are the
interface to the NI-DAQ software and are the foundation of the Easy,
Utility, and Intermediate Analog Output VIs.

Chapter 23Easy Digital I/O VIs describes the Easy Digital I/O Vis,
which perform simple digital I/O operations.

Chapter 24Intermediate Digital I/O Visdescribes the Intermediate
Digital I/O VIs. These Vls are single VI solutions to common digital
problems.

Chapter 25Advanced Digital /0 Visdescribes the Advanced Digital
I/0 Vls, which include the digital port and digital group VIs. You use
the digital port VIs for immediate reads and writes to digital lines and
ports. You use the digital group Vls for immediate, handshaked, or
clocked 1/O for multiple ports. These Vis are the interface to the
NI-DAQ software and the foundation of the Easy and Intermediate
Digital I/0O Vis.

Chapter 26Easy Counter Vigdescribes the Easy Counter Vls that
perform simple counting operations.

Chapter 27Intermediate Counter V]slescribes Intermediate Counter

VIs you can use to program counters on MIO, TIO, and other devices
with the DAQ-STC or Am9513 counter chips. These Vis call the
Advanced Counter VIs to configure the counters for common
operations and to start, read, and stop the counters. You can configure
these VIs to generate single pulses and continuous pulse trains, to
count events or elapsed time, to divide down a signal, and to measure
pulse width or period. The Easy Counter VIs call the Intermediate
Counter Vs for several pulse generation, counting, and measurement
operations.

Chapter 28Advanced Counter VJ]slescribes the Vis that configure
and control hardware counters. You can use these VIs to generate
variable duty cycle square waves, to count events, and to measure
periods and frequencies.

Chapter 29Calibration and Configuration Vigdescribes the VIs that
calibrate specific devices and set and return configuration information.

Chapter 30Signal Conditioning Visdescribes the data acquisition
Signal Conditioning VIs, which you use to convert analog input
voltages read from resistance temperature detectors (RTDs), strain
gauges, or thermocouples into units of strain or temperature.
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Introduction to the LabVIEW
Data Acquisition VIs

This chapter contains basic information about the data acquisition (DAQ)
VlIs and shows where you can find them in LabVIEW. Descriptions of these
VIs comprise Chapter 14 through Chapter 29.

LabVIEW includes a collection of VIs that work with your DAQ hardware
devices. With LabVIEW DAQ VIs you can develop acquisition and control
applications.

You can find the DAQ VIs in thBunctions palette from your block
diagram in LabVIEW. The DAQ VIs are located near the bottom of the
Functions palette.

To access thBata Acquisition palette, choosEunctions»
Data Acquisition, as shown in the following illustration.

» »
el
* (3
abc anA
- 2]
ot S =
=
B EME B
H £
= | [ +—IHIData Acquisition
e G [
R == ERLENLENLENL
m»m A
e | g_r.@.-v
MISC |'5_:|:_';">'I-'|u'
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Chapter 14 Introduction to the LabVIEW Data Acquisition Vs

TheData Acquisition palette contains six subpalette icons that take you
to the different classes of DAQ VIs. The following illustration shows what
each of the icons in tHeata Acquisition palette means.

Analog Output VIs Digital I/0 Vis
EO pata

Analog Input Vis —mr = E'n